
NEW!

Improved Bond Formulation

Better Edge Retention

Extended Grind Times / Less Dressing

Longer Wheel Life

Reduced Overall Cost per Tool

Call 877 872-0044         
 Visit www.techmet-carbide.com

OD & End Wheels
11V5, 11V9

Next Generation Bond Cup Wheels!

FLUTE-TECH
DIAMOND SUPERABRASIVE
GRINDING WHEELS

IN STOCK 
SHIPS TODAY!



NEW!

Call 877 872-0044         
 Visit www.techmet-carbide.com

Shape D (in) D (mm) Angle X (in) X (mm) W (in) W (mm) H (in) H (mm) Spec Part No. Availability 

11V5 4” 100 20° ⅜” 10 ¼” 6 1 ¼” 31.75 D320 C125 801521 STOCK ITEM

11V5 4” 100 30° ⅜” 10 ¼” 6 1 ¼” 31.75 D320 C125 801029 STOCK ITEM

Shape D (in) D (mm) X (in) X (mm) W (in) W (mm) H (in) H (mm) Spec Part No. Availability 

11V9 3 ¾” 100 ⅜” 10 ⅛” 3 1 ¼” 31.75 D320 C125 801176 STOCK ITEM

11V9 5" 125 ⅜” 10 ⅛” 3 1 ¼” 31.75 D320 C125 801532 STOCK ITEM

Improved Bond Formulation
Cup Wheels 11V5, 11V9

11V5

11V9

OD & End Wheels

OD & End Wheels

STOCK ITEM

STOCK ITEM

FLUTE-TECH
DIAMOND SUPERABRASIVE
GRINDING WHEELS

Recommended Baseline Wheel Speed For OD and End Wheels (11V5)
25 - 35 m/s or 4900 - 6900 SFM

Recommended Baseline Wheel Speed For OD and End Wheels (11V9)
25 - 35 m/s or 4900 - 6900 SFM

IN STOCK SHIPS TODAY!
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