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Who We Are 
TechMet Carbides was founded in 1998, with the aim of providing world class tungsten 

carbide technology and products to carbide fabricators and OEM producers.

We provide local service and sales support to customers throughout North America, and 

off er metallurgical inspection, testing and analytical services from a fully equipped lab at 

our headquarters in Hickory, North Carolina.

TechMet has a complete range of high-quality tungsten carbide products, including 

carbide rod, burr blanks, indexable insert blanks, wear parts and a wide variety of 

specialty items. We also provide special products designed to meet your application 

requirements. Please contact us for information on these products and to learn how our 

metallurgical and application expertise can benefi t your company.

 www.techmet-carbide.com 877-872-0044

Stainless Steel Coolant Line Systems
• Lines and nozzles are installed exactly where needed

• They stay where you put them - no drooping or moving

• Increased grinding wheel life

• Reduced machine downtime

Flute-Tech 
Diamond Superabrasive Grinding Wheels
• Ultra-high performance hybrid bond construction 

• Reduced grinding costs

• IN STOCK for immediate shipment

We Improve Your Grinding Operations Too! 
In addition to precision carbide blank materials, TechMet off ers cost-eff ective 

solutions to help improve your grinding processes.
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Inch Sizes 1/8” to 3/8” Diameter
h6 tolerance

D

C

L

Fractional
Size
D x L

1/8 x 1-1/2

1/8 x 2

1/8 x 2-1/4

1/8 x 2-1/2

1/8 x 3

1/8 x 4

3/16 x 2

3/16 x 2-1/2

3/16 x 2-3/4

3/16 x 3

1/4 x 1-1/2

1/4 x 2

1/4 x 2-1/2

1/4 x 3

1/4 x 3-1/4

1/4 x 3-1/2

1/4 x 4

1/4 x 6

5/16 x 2

5/16 x 2-1/2

5/16 x 3

5/16 x 4

5/16 x 6

3/8 x 2

3/8 x 2-1/2

3/8 x 3

3/8 x 3-1/2

3/8 x 4

3/8 x 4-1/2

0.1250

0.1250

0.1250

0.1250

0.1250

0.1250

0.1875

0.1875

0.1875

0.1875

0.2500

0.2500

0.2500

0.2500

0.2500

0.2500 

0.2500

0.2500

0.3125

0.3125

0.3125

0.3125

0.3125

0.3750

0.3750

0.3750

0.3750

0.3750

0.3750

1-1/2

2

2-1/4

2-1/2

3

4

2

2-1/2

2-3/4

3

1-1/2

2

2-1/2

3

3-1/4

3-1/2

4

6

2

2-1/2

3

4

6

2

2-1/2

3

3-1/2

4

4-1/2

0.016

0.016

0.016

0.016

0.016

0.016

0.020

0.020

0.020

0.020

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

.125 x 1-1/2 w/ch

.125 x 2 w/ch

.125 x 2-1/4 w/ch

.125 x 2-1/2 w/ch

.125 x 3 w/ch

.125 x 4 w/ch

.1875 x 2 w/ch

.1875 x 2-1/2 w/ch

.1875 x 2-3/4 w/ch

.1875 x 3 w/ch

.250 x 1-1/2 w/ch

.250 x 2 w/ch

.250 x 2-1/2 w/ch

.250 x 3 w/ch

.250 x 3-1/4 w/ch

.250 x 3-1/2 w/ch

.250 x 4 w/ch

.250 x 6 w/ch

.3125 x 2 w/ch

.3125 x 2-1/2 w/ch

.3125 x 3 w/ch

.3125 x 4 w/ch

.3125 x 6 w/ch

.375 x 2 w/ch

.375 x 2-1/2 w/ch

.375 x 3 w/ch

.375 x 3-1/2 w/ch

.375 x 4 w/ch

.375 x 4-1/2 w/ch

505115

505109

503075

505101

505154

505111

505123

503182

505141

503183

505103

505107

505124

505125

505197

502024

505163

505212

505126

505127

505142

505117

505178

505128

505129

505130

505143

505144

505190

503095

503096

503185

503186

503187

503189

503190

503191

503192

503193

503194

503195

503196

505305

505396

505307

505324

505325

505326

505350

505352

505353

505354

505355

505356

505357

505330

505329

505328

505511

505541

505514

505515

505517

505165

505507

505524

505519

505549

505526

505520

505521

505522

505525

505529

505523

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

1/8 to 3/16

1/4 to 3/8

+0,  -.00031

+0,  -.00035
+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

–

.006 max
.0001 max

–

.00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max
1/8 to 3/16

1/4 to 3/8

L < 5 L = 6 L < 5 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs .375 x 4-1/2 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 505190

Description

– –

Precision Ground Rod, Cut to Length, With Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Inch Sizes 3/8” to 1-1/4” Diameter
h6 tolerance

D

C

L

Fractional
Size
D x L

3/8 x 5

3/8 x 6

7/16 x 2-1/2

7/16 x 2-3/4

7/16 x 4

1/2 x 2-1/2

1/2 x 3

1/2 x 3-1/2

1/2 x 4

1/2 x 5

1/2 x 6

9/16 x 3-1/2

5/8 x 3

5/8 x 3-1/2

5/8 x 4

5/8 x 5

5/8 x 6

3/4 x 3

3/4 x 4

3/4 x 5

3/4 x 6

7/8 x 4

1 x 3

1 x 4

1 x 4-1/2

1 x 5

1 x 6

1-1/4 x 4-1/2

1-1/4 x 6

0.3750 

0.3750

0.4375

0.4375

0.4375

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5625

0.6250

0.6250

0.6250

0.6250

0.6250

0.7500

0.7500

0.7500

0.7500

0.8750

1.0000

1.0000

1.0000

1.0000

1.0000

1.2500

1.2500

5

6

2-1/2

2-3/4

4

2-1/2

3

3-1/2

4

5

6

3-1/2

3

3-1/2

4

5

6

3

4

5

6

4

3

4

4-1/2

5

6

4-1/2

6

0.024

0.024

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.040

0.040

0.040

0.040

0.040

0.040

0.040

0.040

0.040

0.040

0.040

0.040

.375 x 5 w/ch

.375 x 6 w/ch

.4375 x 2-1/2 w/ch

.4375 x 2-3/4 w/ch

.4375 x 4 w/ch

.500 x 2-1/2 w/ch

.500 x 3 w/ch

.500 x 3-1/2 w/ch

.500 x 4 w/ch

.500 x 5 w/ch

.500 x 6 w/ch

.5625 x 3-1/2 w/ch

.625 x 3 w/ch

.625 x 3-1/2 w/ch

.625 x 4 w/ch

.625 x 5 w/ch

.625 x 6 w/ch

.750 x 3 w/ch

.750 x 4 w/ch

.750 x 5 w/ch

.750 x 6 w/ch

.875 x 4 w/ch

1.000 x 3 w/ch

1.000 x 4 w/ch

1.000 x 4-1/2 w/ch

1.000 x 5 w/ch

1.000 x 6 w/ch

1.250 x 4-1/2 w/ch

1.250 x 6 w/ch

505213

505214

505131

505132

505177

505133

505134

505140

505135

505138

505136

505113

505100

505102

505104

505106

505137

505108

505110

505112

505114

503218

505116

505118

505162

505120

505122

505217

505218

503197

503198

503199

503200

503201

503215

503202

503203

503204

503205

503206

503207

503208

503209

503210

503213

503214

505358

505306

505334

505340

505335

505383

505395

505384

505341

505385

505386

505342

505343

505387

505388

505389

505390

505393

505394

505542

505543

505533

505506

505513

505538

505209

505548

505528

505530

505531

505532

505534

505535

505536

505516

505518

505537

505539

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

3/8

7/16 to 5/8

3/4 to 1

1-1/4

+0,  -.00035

+0,  -.00043

+0,  -.00051

+0,  -.00063

+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

.006 max

.004 max

.003 max

.0001 max .00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max
3/8

7/16 to 1/2

9/16 to 1-1/4

L < 5 L = 6 L < 5 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs 1.250 x 6 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 505218

Description

– –

Precision Ground Rod, Cut to Length, With Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Metric Sizes 2mm to 5mm Diameter
h6 tolerance

D

C

L

Size
D x L

2 x 45

2.5 x 46

2.5 x 57

3 x 38

3 x 48

3 x 50

3 x 51

3 x 57

3 x 64

3 x 75

3 x 76

3.5 x 49

3.5 x 63

4 x 50

4 x 51

4 x 54

4 x 63

4 x 64

4 x 75

4 x 76

4 x 100

5 x 50

5 x 51

5 x 57

5 x 64

5 x 65

2.000

2.500

2.500

3.000

3.000

3.000

3.000

3.000

3.000

3.000

3.000

3.500

3.500

4.000

4.000

4.000

4.000

4.000

4.000

4.000

4.000

5.000

5.000

5.000

5.000

5.000

45

46

57

38

48

50

51

57

64

75

76

49

63

50

51

54

63

64

75

76

100

50

51

57

64

65

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.50

0.50

0.50

0.50

0.50

2mm x 45mm w/ch

2.5mm x 46mm w/ch

2.5mm x 57mm w/ch

3mm x 38mm w/ch

3mm x 48mm w/ch

3mm x 50mm w/ch

3mm x 51mm w/ch

3mm x 57mm w/ch 

3mm x 64mm w/ch 

3mm x 75mm w/ch

3mm x 76mm w/ch

3.5mm x 49mm w/ch

3.5mm x 63mm w/ch

4mm x 50mm w/ch 

4mm x 51mm w/ch  

4mm x 54mm w/ch

4mm x 63mm w/ch

4mm x 64mm w/ch 

4mm x 75mm w/ch

4mm x 76mm w/ch  

4mm x 100mm w/ch 

5mm x 50mm w/ch

5mm x 51mm w/ch 

5mm x 57mm w/ch

5mm x 64mm w/ch 

5mm X 65mm w/ch

502145

505632

502333

505139

502341

503025

503125

503126

503127

503176

503128

502153

502342

505164

503129

502201

502343

503130

505175

503131

503132

505192

503133

502139

505180

502175

505359

505360

503016

505361

Dimensions, mm

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

2 to 3

3.5 to 5

+0,  -.006

+0,  -.008
+ 1.6, -0

Sizes, mm D, h6 L

TOLERANCES, mm

__ .003 max __

Roundness

TOLERANCES, mm

Straightness
Sizes, mm

.013 max2 to 5

L < 150 L = 200 L < 150 L = 200

Ordering Examples:

Order by Description & Grade:

500 pcs 5mm x 65mm w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 502175

Description

– –

Precision Ground Rod, Cut to Length, With Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Metric Sizes 5mm to 7.5mm Diameter
h6 tolerance

C

L

Size
D x L

5 x 75

5 x 76

5 x 100

5.5 x 76

6 x 50

6 x 51

6 x 55

6 x 58

6 x 60

6 x 63

6 x 64

6 x 65

6 x 71

6 x 75

6 x 76

6 x 82.5

6 x 100

6 x 101.6

6 x 150

6.5 x 82

7 x 61

7 x 64

7 x 65

7 x 68

7 x 88

7.5 x 69.8

5.000

5.000

5.000

5.500

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.000

6.500

7.000

7.000

7.000

7.000

7.000

7.500

75

76

100

76

50

51

55

58

60

63

64

65

71

75

76

82.5

100

101.6

150

82

61

64

65

68

88

69.8

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.50

0.60

0.60

0.60

0.60

0.60

0.60

0.60

5mm x 75mm w/ch

5mm x 76mm w/ch

5mm x 100mm w/ch 

5.5mm x 76mm w/ch

6mm x 50mm w/ch

6mm x 51mm w/ch

6mm x 55mm w/ch

6mm x 58mm w/ch 

6mm x 60mm w/ch

6mm x 63mm w/ch

6mm x 64mm w/ch 

6mm x 65mm w/ch

6mm x 71mm w/ch 

6mm x 75mm w/ch

6mm x 76mm w/ch

6mm x 82.5mm w/ch 

6mm x 100mm w/ch 

6mm x 101.6mm w/ch 

6mm x 150mm w/ch 

6.5mm x 82mm w/ch

7mm x 61mm w/ch 

7mm x 64mm w/ch 

7mm x 65mm w/ch

7mm x 68mm w/ch

7mm x 88mm w/ch

7.5mm x 69.8mm w/ch

502328

502318

503134

502368

505095

503135

503102

503103

503221

503172

505155

502022

503052

502099

505181

505151

503026

505156

503136

502217

503137

503138

502212

502284

502222

502274

505362

505363

505364

505365

505347

505348

Dimensions, mm

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

Description

Precision Ground Rod, Cut to Length, With Chamfer

5 to 6

6.5 to 7.5

+0,  -.008

+0,  -.009
+ 1.6, -0

Sizes, mm D, h6 L

TOLERANCES, mm

__ .003 max __

Roundness

TOLERANCES, mm

Straightness
Sizes, mm

.013 max5 to 7.5

L < 150 L = 200 L < 150 L = 200

Ordering Examples:

Order by Description & Grade:

500 pcs 7.5mm x 69.8mm w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 502274

– –

C

L

D

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Metric Sizes 8mm to 10mm Diameter
h6 tolerance

Size
D x L

8 x 50

8 x 59

8 x 60

8 x 63

8 x 64

8 x 65

8 x 71

8 x 75

8 x 76

8 x 81

8 x 95

8 x 100

8 x 101.6

8 x 150

8 x 200

8.5 x 76

8.5 x 101

9 x 50

9 x 65

9 x 78

9 x 101

10 x 50

10 x 64

10 x 65

10 x 67

10 x 70

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.000

8.500

8.500

9.000

9.000

9.000

9.000

10.000

10.000

10.000

10.000

10.000

50

59

60

63

64

65

71

75

76

81

95

100

101.6

150

200

76

101

50

65

78

101

50

64

65

67

70

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

8mm x 50mm w/ch

8mm x 59mm w/ch 

8mm x 60mm w/ch

8mm x 63mm w/ch 

8mm x 64mm w/ch

8mm x 65mm w/ch

8mm x 71mm w/ch

8mm x 75mm w/ch

8mm x 76mm w/ch

8mm x 81mm w/ch

8mm x 95mm w/ch

8mm x 100mm w/ch

8mm x 101.6mm w/ch

8mm x 150mm w/ch

8mm x 200mm w/ch  

8.5mm x 76mm w/ch

8.5mm x 101mm w/ch

9mm x 50mm w/ch

9mm x 65mm w/ch

9mm x 78mm w/ch

9mm x 101mm w/ch

10mm x 50mm w/ch

10mm x 64mm w/ch

10mm x 65mm w/ch

10mm x 67mm w/ch

10mm x 70mm w/ch

503139

503104

503105

505157

505182

502319

503174

503168

505183

503054

502226

503169

505158

502172

503141

502288

502243

502329

502320

502292

502246

503041

503117

502023

503106

503107

505366

505367

505369

505344

Dimensions, mm

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

8 to 10 +0,  -.009 + 1.6, -0

Sizes, mm D, h6 L

TOLERANCES, mm

.15 max

–
.003 max

.004 max

–

Roundness

TOLERANCES, mm

Straightness
Sizes, mm

.013 max
8 to 9

10

L < 150 L = 200 L < 150 L = 200

Ordering Examples:

Order by Description & Grade:

500 pcs 10mm  x 70mm w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 503107

Description

– –

Precision Ground Rod, Cut to Length, With Chamfer
C

L

D

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Metric Sizes 10mm to 12mm Diameter
h6 tolerance

C

L

Size
D x L

10 x 73

10 x 74

10 x 75

10 x 76

10 x 81

10 x 88

10 x 89

10 x 95

10 x 100

10 x 114

10 x 150

10 x 200

10.5 x 86

10.5 x 114

11 x 71

11 x 75

11 x 84

11 x 101.6

11 x 114

12 x 63

12 x 65

12 x 74

12 x 75

12 x 76

12 x 84

12 x 88

10.000

10.000

10.000

10.000

10.000

10.000

10.000

10.000

10.000

10.000

10.000

10.000

10.500

10.500

11.000

11.000

11.000

11.000

11.000

12.000

12.000

12.000

12.000

12.000

12.000

12.000

73

74

75

76

81

88

89

95

100

114

150

200

86

114

71

75

84

101.6

114

63

65

74

75

76

84

88

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

10mm x 73mm w/ch

10mm x 74mm w/ch

10mm x 75mm w/ch

10mm x 76mm w/ch

10mm x 81mm w/ch

10mm x 88mm w/ch 

10mm x 89mm w/ch

10mm x 95mm w/ch

10mm x 100mm w/ch

10mm x 114mm w/ch

10mm x 150mm w/ch

10mm x 200mm w/ch

10.5mm x 86mm w/ch

10.5mm x 114mm w/ch

11mm x 71mm w/ch

11mm x 75mm w/ch

11mm x 84mm w/ch

11mm x 101.6mm w/ch

11mm x 114mm w/ch

12mm x 63mm w/ch

12mm x 65mm w/ch

12mm x 74mm w/ch

12mm x 75mm w/ch

12mm x 76mm w/ch 

12mm x 84mm w/ch

12mm x 88mm w/ch

503142

503108

505199

505184

503175

503023

503143

503055

503144

502252

503145

503146

502258

502254

503056

505249

503147

503077

502255

503148

502249

503109

503408

505185

503110

505186

505370

505371

505372

505373

505345

505346

Dimensions, mm

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

10

10.5 to 12

+0,  -.009

+0,  -.011
+ 1.6, -0

Sizes, mm D, h6 L

TOLERANCES, mm

.10 max .003 max .004 max

Roundness

TOLERANCES, mm

Straightness
Sizes, mm

.013 max10 to 12

L < 150 L = 200 L < 150 L = 200

Ordering Examples:

Order by Description & Grade:

500 pcs 12mm x 88mm w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 505186

Description

– –

Precision Ground Rod, Cut to Length, With Chamfer

D

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Metric Sizes 12mm to 16mm Diameter
h6 tolerance

Size
D x L

12 x 94

12 x 100

12 x 120

12 x 125

12 x 150

12 x 200

12.5 x 120

14 x 76

14 x 84

14 x 88

14 x 89

14 x 100

14 x 107

14 x 110

14 x 125

14 x 150

16 x 75

16 x 83

16 x 88

16 x 89

16 x 93

16 x 100

16 x 109

16 x 110

16 x 115

16 x 125

12.000

12.000

12.000

12.000

12.000

12.000

12.500

14.000

14.000

14.000

14.000

14.000

14.000

14.000

14.000

14.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

16.000

94

100

120

125

150

200

120

76

84

88

89

100

107

110

125

150

75

83

88

89

93

100

109

110

115

125

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

12mm x 94mm w/ch

12mm x 100mm w/ch 

12mm x 120mm w/ch

12mm x 125mm w/ch 

12mm x 150mm w/ch

12mm x 200mm w/ch

12.5mm x 120mm w/ch

14mm x 76mm w/ch

14mm x 84mm w/ch 

14mm x 88mm w/ch

14mm x 89mm w/ch 

14mm x 100mm w/ch 

14mm x 107mm w/ch

14mm x 110mm w/ch

14mm x 125mm w/ch

14mm x 150mm w/ch

16mm x 75mm w/ch

16mm x 83mm w/ch

16mm x 88mm w/ch

16mm x 89mm w/ch

16mm x 93mm w/ch

16mm x 100mm w/ch

16mm x 109mm w/ch

16mm x 110mm w/ch

16mm x 115mm w/ch

16mm x 125mm w/ch

503177

503024

502256

503149

503150

503151

502257

503111

503112

502365

503170

503217

502264

505187

503152

503153

503113

503114

502345

503123

503115

503155

503178

503156

502265

503157

505374

505375

503038

503046

505377

505378

505379

503012

505376

Dimensions, mm

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

12 to 16 +0,  -.011 + 1.6, -0

Sizes, mm D, h6 L

TOLERANCES, mm

.10 max

–
.003 max

.004 max

–

Roundness

TOLERANCES, mm

Straightness
Sizes, mm

.013 max
12 to 12.5

14 to 16

L < 150 L = 200 L < 150 L = 200

Ordering Examples:

Order by Description & Grade:

500 pcs 16mm  x 125mm w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 503157

Description

– –

Precision Ground Rod, Cut to Length, With Chamfer
C

L

D

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Metric Sizes 16mm to 25mm Diameter
h6 tolerance

D

C

L

Size
D x L

16 x 126

16 x 127

16 x 150

18 x 85

18 x 93

18 x 100

18 x 102

18 x 125

18 x 127

18 x 150

20 x 93

20 x 100

20 x 105

20 x 115

20 x 125

20 x 127

20 x 135

20 x 136

20 x 150

25 x 100

25 x 121

25 x 150

25 x 151

25 x 200

16.000

16.000

16.000

18.000

18.000

18.000

18.000

18.000

18.000

18.000

20.000

20.000

20.000

20.000

20.000

20.000

20.000

20.000

20.000

25.000

25.000

25.000

25.000

25.000

126

127

150

85

93

100

102

125

127

150

93

100

105

115

125

127

135

136

150

100

121

150

151

200

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

0.80

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

16mm x 126mm w/ch

16mm x 127mm w/ch

16mm x 150mm w/ch

18mm x 85mm w/ch

18mm x 93mm w/ch

18mm x 100mm w/ch

18mm x 102mm w/ch

18mm x 125mm w/ch

18mm x 127mm w/ch

18mm x 150mm w/ch

20mm x 93mm w/ch 

20mm x 100mm w/ch

20mm x 105mm w/ch

20mm x 115mm w/ch

20mm x 125mm w/ch

20mm x 127mm w/ch

20mm x 135mm w/ch

20mm x 136mm w/ch

20mm x 150mm w/ch

25mm x 100mm w/ch

25mm x 121mm w/ch

25mm x 150mm w/ch

25mm x 151mm w/ch

25mm x 200mm w/ch

503179

503216

503158

503116

503119

503159

503070

503160

503171

503161

503120

503121

503122

503067

503162

503180

503118

503181

503163

503164

503165

503166

503069

503167

503042

503043

505380

505381

505382

Dimensions, mm

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

16 to 18

20 to 25

+0,  -.011

+0,  -.013
+ 1.6, -0

Sizes, mm D, h6 L

TOLERANCES, mm

.08 max .003 max .004 max

Roundness

TOLERANCES, mm

Straightness
Sizes, mm

.013 max16 to 25

L < 151 L = 200 L < 151 L = 200

Ordering Examples:

Order by Description & Grade:

500 pcs  25mm x 200mm w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 503167

Description

– –

Precision Ground Rod, Cut to Length, With Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Inch Sizes 1/16” to 3/16” Diameter
h6 tolerance

D

L

Fractional
Size
D x L

1/16 x 1-1/2

5/64 x 1-3/4

3/32 x 2

3/32 x 3

3/32 x 4

7/64 x 2-1/4

1/8 x 1-1/2

1/8 x 2

1/8 x 2-1/4

1/8 x 2-1/2

1/8 x 3

1/8 x 4

1/8 x 6

9/64 x 2-1/2

9/64 x 3

5/32 x 2

5/32 x 2-1/2

5/32 x 3

5/32 x 3-1/2

5/32 x 4

11/64 x 2-3/4

11/64 x 6-1/2

3/16 x 1-1/2

3/16 x 2

3/16 x 2-1/2

3/16 x 3

3/16 x 4

3/16 x 6

0.0625

0.0781

0.0937

0.0937

0.0937

0.1093

0.1250

0.1250

0.1250

0.1250

0.1250

0.1250

0.1250

0.1406

0.1406

0.1562

0.1562

0.1562

0.1562

0.1562

0.1718

0.1718

0.1875

0.1875

0.1875

0.1875

0.1875

0.1875

1-1/2

1-3/4

2

3

4

2-1/4

1-1/2

2

2-1/4

2-1/2

3

4

6

2-1/2

3

2

2-1/2

3

3-1/2

4

2-3/4

6-1/2

1-1/2

2

2-1/2

3

4

6

.0625 x 1-1/2

.078125 x 1-3/4

.09375 x 2

.09375 x 3

.09375 x 4

.109375 x 2-1/4

.125 x 1-1/2

.125 x 2

.125 x 2-1/4

.125 x 2-1/2

.125 x 3

.125 x 4

.125 x 6

.140625 x 2-1/2

.140625 x 3

.15625 x 2

.15625 x 2-1/2

.15625 x 3

.15625 x 3-1/2

.15625 x 4

.171875 x 2-3/4

.171875 x 6-1/2

.1875 x 1-1/2

.1875 x 2

.1875 x 2-1/2

.1875 x 3

.1875 x 4

.1875 x 6

505058

505068

505069

505039

505040

505070

505000

505001

505087

505002

505004

505005

505010

505071

503009

503008

505146

505011

505033

505021

505072

505220

505012

505013

505014

505016

505076

505015

505399

Dimensions, inch

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

1/16 to 7/64

1/8 to 3/16

+0,  -.00024

+0,  -.00031
+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

.006 max .0001 max .00008 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max1/16 to 3/16

L < 5 L = 6 to 10 L < 5 L = 6 to 10

Ordering Examples:

Order by Description & Grade:

500 pcs .1875 x 6 TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 505015

Description

– –

Precision Ground Rod, Cut to Length, Without Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Inch Sizes 13/64” to 23/64” Diameter
h6 tolerance

Fractional
Size
D x L

13/64 x 3

7/32 x 2-1/2

7/32 x 3

15/64 x 3-1/4

1/4 x 1-1/2

1/4 x 2

1/4 x 2-1/2

1/4 x 3

1/4 x 3-1/2

1/4 x 4

1/4 x 6

1/4 x 6-1/2

17/64 x 3-1/2

9/32 x 3-1/2

19/64 x 3-3/4

5/16 x 1-1/4

5/16 x 2

5/16 x 2-1/2

5/16 x 2-3/4

5/16 x 3

5/16 x 3-1/2

5/16 x 3-3/4

5/16 x 4

5/16 x 6

21/64 x 4

11/32 x 4

23/64 x 4-1/4

0.2031

0.2187

0.2187

0.2343

0.2500

0.2500

0.2500

0.2500

0.2500

0.2500

0.2500

0.2500

0.2656

0.2812

0.2968

0.3125

0.3125

0.3125

0.3125

0.3125

0.3125

0.3125

0.3125

0.3125

0.3281

0.3437

0.3593

3

2-1/2

3

3-1/4

1-1/2

2

2-1/2

3

3-1/2

4

6

6-1/2

3-1/2

3-1/2

3-3/4

1-1/4

2

2-1/2

2-3/4

3

3-1/2

3-3/4

4

6

4

4

4-1/4

.203125 x 3  

.21875 x 2-1/2  

.21875 x 3  

.234375 x 3-1/4   

.250 x 1-1/2   

.250 x 2   

.250 x 2-1/2  

.250 x 3   

.250 x 3-1/2  

.250 x 4   

.250 x 6   

.250 x 6 -1/2 

.265625 x 3-1/2   

.28125 x 3-1/2  

.296875 x 3-3/4 

.3125 x 1-1/4  

.3125 x 2  

.3125 x 2-1/2  

.3125 x 2-3/4  

.3125 x 3 

.3125 x 3-1/2

.3125 x 3-3/4   

.3125 x 4  

.3125 x 6  

.328125 x 4   

.34375 x 4   

.359375 x 4-1/4

505149

505405

505150

505094

505003

505007

505009

505017

505098

505075

505073

505221

505097

505152

505037

505027

505077

505018

505026

505019

502326

505085

505054

505078

505048

505049

505043

505501

505502

505544

505545

Dimensions, inch

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

13/64 to 15/64

1/4 to 23/64

+0,  -.00031

+0,  -.00035
+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

.006 max .0001 max .00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max13/64 to 23/64

L < 5 L = 6 to 10 L < 5 L = 6 to 10

Ordering Examples:

Order by Description & Grade:

500 pcs .359375 x 4-1/4 TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 505043

Description

– –

Precision Ground Rod, Cut to Length, Without Chamfer

D

L

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Inch Sizes 3/8” to 1/2” Diameter
h6 tolerance

Fractional
Size
D x L

3/8 x 2

3/8 x 2-1/2

3/8 x 3

3/8 x 3-1/4

3/8 x 3-1/2

3/8 x 4

3/8 x 4-1/4

3/8 x 6

25/64 x 4-1/2

13/32 x 4-1/2

27/64 x 4-1/2

7/16 x 2-3/4

7/16 x 4

7/16 x 4-1/2

7/16 x 6

29/64 x 4-3/4

15/32 x 4-3/4

31/64 x 4-3/4

1/2 x 2

1/2 x 2-1/2

1/2 x 3

1/2 x 3-1/2

1/2 x 4

1/2 x 4-3/4

1/2 x 6

1/2 x 7

1/2 x 8

1/2 x 10

0.3750

0.3750

0.3750

0.3750

0.3750

0.3750

0.3750

0.3750

0.3906

0.4062

0.4218

0.4375

0.4375

0.4375

0.4375

0.4531

0.4687

0.4843

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

2

2-1/2

3

3-1/4

3-1/2

4

4-1/4

6

4-1/2

4-1/2

4-1/2

2-3/4

4

4-1/2

6

4-3/4

4-3/4

4-3/4

2

2-1/2

3

3-1/2

4

4-3/4

6

7

8

10*

.375 x 2  

.375 x 2-1/2 

.375 x 3  

.375 x 3-1/4 

.375 x 3-1/2 

.375 x 4  

.375 x 4-1/4 

.375 x 6  

.390625 x 4-1/2  

.40625 x 4-1/2  

.421875 x 4-1/2  

.4375 x 2-3/4    

.4375 x 4 

.4375 x 4-1/2 

.4375 x 6 

.453125 x 4-3/4  

.46875 x 4-3/4  

.484375 x 4-3/4  

.500 x 2  

.500 x 2-1/2

.500 x 3  

.500 x 3-1/2  

.500 x 4  

.500 x 4-3/4

.500 x 6 

.500 x 7

.500 x 8

.500 x 10

505025

505020

505023

505227

505022

505024

505082

5037512

505044

503000

503001

505066

505050

505153

505051

503002

503003

503004

505052

505053

505006

505074

505038

505083

505056

505029

505030

505031

505331

505503

505505

505546

505547

505179

505408

Dimensions, inch

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

3/8 to 25/64

13/32 to 1/2

+0,  -.00035

+0,  -.00043
+ 1/16, -0

Sizes, inch D, h6 L < 8

TOLERANCES, inch

.006 max

.004 max
.0001 max .00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max
3/8

25/64 to 1/2

L < 5 L = 6 to 10 L < 5 L = 6 to 10

Ordering Examples:

Order by Description & Grade:

500 pcs .500 x 10 TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 505031

Description

– –

Precision Ground Rod, Cut to Length, Without Chamfer

* For Length L = 10, the tolerance is + 1/8, -0

–

D

L

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Inch Sizes 9/16” to 1-1/4” Diameter
h6 tolerance

Fractional
Size
D x L

Dimensions, inch

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

9/16 to 5/8

3/4 to 1

1-1/4

+0,  -.00043

+0,  -.00051

+0, -.00063

+ 1/16, -0

Sizes, inch D, h6 L < 8

TOLERANCES, inch

.003 max .0001 max .00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max9/16 to 1-1/4

L < 5 L = 6 to 10 L < 5 L = 6 to 10

Ordering Examples:

Order by Description & Grade:

500 pcs 1.250 x 6 TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 503022

Description

– –

Precision Ground Rod, Cut to Length, Without Chamfer

* For Length L = 10, the tolerance is + 1/8, -0

–

9/16 x 3-1/2

5/8 x 3-1/2 

5/8 x 4 

5/8 x 6

5/8 x 7

5/8 x 8

5/8 x 10

3/4 x 4

3/4 x 5

3/4 x 6

3/4 x 7

3/4 x 8

3/4 x 10

7/8 x 4

7/8 x 6

1 x 4

1 x 4-1/2

1 x 5

1 x 6

1 x 7

1 x 8

1 x 10

1-1/4 x 4

1-1/4 x 6

0.5625

0.6250

0.6250

0.6250

0.6250

0.6250

0.6250

0.7500

0.7500

0.7500

0.7500

0.7500

0.7500

0.8750

0.8750

1.0000

1.0000

1.0000

1.0000

1.0000

1.0000

1.0000

1.2500

1.2500

3-1/2

3-1/2 

4 

6

7

8

10*

4

5

6

7

8

10*

4

6

4

4-1/2

5

6

7

8

10*

4

6

.5625 x 3-1/2 

.625 x 3-1/2 

.625 x 4 

.625 x 6  

.625 x 7

.625 x 8

.625 x 10

.750 x 4

.750 x 5

.750 x 6

.750 x 7 

.750 x 8 

.750 x 10  

.875 x 4 

.875 x 6 

1.000 x 4 

1.000 x 4-1/2  

1.000 x 5

1.000 x 6  

1.000 x 7

1.000 x 8

1.000 x 10

1.250 x 4 

1.250 x 6 

505057

503013

505046

505065

503018

503019

503020

505060

505061

505062

505064

503005

503006

505063

505067

503014

503030

503011

503010

505079

505047

505096

503021

503022

D

L

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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Metric Sizes 3mm to 16mm Diameter
h6 tolerance

Size
D x L

3 x 38

3 x 40

3 x 51

3 x 53

3 x 66

3 x 76

3 x 78

3 x 92

4 x 51 

4 x 57

4 x 63.5

4 x 100

5 x 51

5 x 76

6 x 50

6 x 51

6 x 63

6 x 75

8 x 63

8 x 64

9 x 64

10 x 64

10 x 70

10 x 75

12 x 75

12 x 127

16 x 95

3.000

3.000

3.000

3.000

3.000

3.000

3.000

3.000

4.000

4.000

4.000

4.000

5.000

5.000

6.000

6.000

6.000

6.000

8.000

8.000

9.000

10.000

10.000

10.000

12.000

12.000

16.000

38

40

51

53

66

76

78

92

51

57

63.5

100

51

76

50

51

63

75

63

64

64

64

70

75

75

127

95

3mm x 38mm

3mm x 40mm

3mm x 51mm 

3mm x 53mm 

3mm x 66mm 

3mm x 76mm

3mm x 78mm

3mm x 92mm 

4mm x 51mm   

4mm x 57mm

4mm x 63.5mm  

4mm x 100mm   

5mm x 51mm 

5mm x 76mm 

6mm x 50mm 

6mm x 51mm  

6mm x 63mm  

6mm x 75mm  

8mm x 63mm  

8mm x 64mm 

9mm x 64mm  

10mm x 64mm  

10mm x 70mm  

10mm x 75mm  

12mm x 75mm 

12mm x 127mm 

16mm x 95mm

505088

505093

503078

505089

505090

503032

505091

505092

503033

505147

505161

503034

503101

505148

505206

503035

503076

503027

503028

503037

503039

503092

505198

503029

503409

505160

505188

505208

Dimensions, mm

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

3

4 to 6

8 to 10

12 to 16

+0,  -.006

+0,  -.008

+0,  -.009

+0,  -.011

+ 1.6, -0

Sizes, mm D, h6 L

TOLERANCES, mm

RoundnessStraightness

Ordering Examples:

Order by Description & Grade:

500 pcs 16mm x 95mm TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 505188

Description

Precision Ground Rod, Cut to Length, Without Chamfer

D

L

____ .003 max.013 maxALL

Sizes, mm

TOLERANCES, mm

L < 150 L = 200– L < 150 L = 200–

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.



Drill Blanks
• Number

• Letter

• Fractional
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

1/16

#52

#51

#50

#49

#48

5/64

#47

#46

#45

#44

#44

#43

#43

#42

#42

3/32

3/32

#41

#41

#40

#40

#39

#39

#38

#38

#37

#37

0.0625

0.0635

0.0670

0.0700

0.0730

0.0760

0.0781

0.0785

0.0810

0.0820

0.0860

0.0860

0.0890

0.0890

0.0935

0.0935

0.0937

0.0937

0.0960

0.0960

0.0980

0.0980

0.0995

0.0995

0.1015

0.1015

0.1040

0.1040

1-3/4 

1-3/4 

1-3/4 

1-3/4 

1-3/4 

1-3/4 

1-3/4 

1-3/4 

1-3/4 

1-3/4 

1-3/4 

2      

1-3/4 

2      

1-3/4 

2      

1-3/4 

2      

1-13/16

2      

1-13/16

2      

1-13/16

2-1/4 

1-13/16

2-1/4 

1-13/16

2-1/4 

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

.0625 x 1-3/4 w/ch

.0635 x 1-3/4 w/ch

.067 x 1-3/4 w/ch

.070 x 1-3/4 w/ch

.073 x 1-3/4 w/ch

.076 X 1-3/4 w/ch

.078125 x 1-3/4 w/ch

.0785 x 1-3/4 w/ch

.081 x 1-3/4 w/ch

.082 x 1-3/4 w/ch

.086 x 1-3/4 w/ch

.086 x 2 w/ch

.089 x 1-3/4 w/ch

.089 x 2 w/ch

.0935 x 1-3/4 w/ch

.0935 x 2 w/ch

.09375 x 1-3/4 w/ch

.09375 x 2 w/ch

.096 x 1-13/16 w/ch

.096 x 2 w/ch

.098 x 1-13/16 w/ch

.098 x 2 w/ch

.0995 x 1-13/16 w/ch

.0995 x 2-1/4 w/ch

.1015 x 1-13/16 w/ch

.1015 x 2-1/4 w/ch

.104 x 1-13/16 w/ch

.104 x 2-1/4 w/ch

502174

505615

505616

505617

505618

505619

505620

505621

505622

503235

505627

505623

505628

505624

505629

505625

502136

503231

505630

505626

505631

505145

505633

502161

505634

502162

505635

502163

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

1/16 to #37 +0,  -.00024 + 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

- .0001 max -

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max1/16 to #37

L < 6 L = 6 L < 6 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs .104 x 2-1/4 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 502163

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

#36

#36

7/64

7/64

#35

#35

#34

#34

#33

#33

#32

#32

#31

#31

1/8 

1/8 

1/8 

1/8 

1/8 

1/8 

#30

#30

#29

#29

#28

#28

9/64

9/64

0.1065

0.1065

0.1093

0.1093

0.1100

0.1100

0.1110

0.1110

0.1130

0.1130

0.1160

0.1160

0.1200

0.1200

0.1250

0.1250

0.1250

0.1250

0.1250

0.1250

0.1285

0.1285

0.1360

0.1360

0.1405

0.1405

0.1406

0.1406

1-13/16

2-1/4 

1-13/16

2-1/4 

1-7/8 

2-1/4 

1-7/8 

2-1/4 

1-7/8 

2-1/4 

1-7/8 

2-1/4 

1-7/8 

2-1/4 

1-1/2 

2      

2-1/4 

2-1/2 

3      

4      

1-15/16

2-1/4 

1-15/16

2-1/2 

1-15/16

2-1/2 

1-15/16

2-1/2 

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

.1065 x 1-13/16 w/ch

.1065 x 2-1/4 w/ch

.109375 x 1-13/16 w/ch

.109375 x 2-1/4 w/ch

.110 x 1-7/8 w/ch

.110 x 2-1/4 w/ch

.111 x 1-7/8 w/ch

.111 x 2-1/4 w/ch

.113 X 1-7/8 w/ch

.113 x 2-1/4 w/ch

.116 x 1-7/8 w/ch

.116 x 2-1/4 w/ch

.120 x 1-7/8 w/ch

.120 x 2-1/4 w/ch

.125 x 1-1/2 w/ch

.125 x 2 w/ch 

.125 x 2-1/4 w/ch 

.125 x 2-1/2 w/ch

.125 x 3 w/ch 

.125 x 4 w/ch

.1285 x 1-15/16 w/ch

.1285 x 2-1/4 w/ch

.136 x 1-15/16 w/ch

.136 x 2-1/2 w/ch

.1405 x 1-15/16 w/ch

.1405 x 2-1/2 w/ch

.140625 x 1-15/16 w/ch

.140625 x 2-1/2 w/ch

505636

502164

505637

503232

502372

502387

502147

502229

502148

502124

502149

502146

502150

502165

505115

505109

503075

505101

505154

505111

502151

505194

502152

502166

502154

502167

502155

505071

503095

503096 505305 505511

505541

505514

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

#36 to #32

#31 to 9/64

+0,  -.00024

+0,  -.00031
+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

- .0001 max -

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max#36 to 9/64

L < 6 L = 6 L < 6 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs .140625 x 2-1/2 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 505071

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

#27

#27

#26

#26

#25

#25

#24

#24

#23

#23

5/32

5/32

#22

#22

#21

#21

#20

#20

#19

#19

#18

#18

11/64

11/64

#17

#17

#16

#16

0.1440

0.1440

0.1470

0.1470

0.1495

0.1495

0.1520

0.1520

0.1540

0.1540

0.1562

0.1562

0.1570

0.1570

0.1590

0.1590

0.1610

0.1610

0.1660

0.1660

0.1695

0.1695

0.1718

0.1718

0.1730

0.1730

0.1770

0.1770

2-1/16

2-1/2 

2-1/16

2-1/2 

2-1/16

2-1/2 

2-1/16

2-1/2 

2-1/16

2-1/2 

2-1/16

2-1/2 

2-1/8 

2-1/2 

2-1/8 

2-1/2 

2-1/8 

2-1/2 

2-1/8 

2-3/4 

2-1/8 

2-3/4 

2-1/8 

2-3/4 

2-3/16

2-3/4 

2-3/16

2-3/4 

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.016

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

.144 x 2-1/16 w/ch

.144 x 2-1/2 w/ch

.147 x 2-1/16 w/ch

.147 x 2-1/2 w/ch

.1495 x 2-1/16 w/ch

.1495 x 2-1/2 w/ch

.152 x 2-1/16 w/ch

.152 x 2-1/2 w/ch

.154 x 2-1/16 w/ch

.154 x 2-1/2 w/ch

.15625 x 2-1/16 w/ch

.15625 x 2-1/2 w/ch

.157 x 2-1/8 w/ch

.157 x 2-1/2 w/ch

.159 x 2-1/8 w/ch

.159 x 2-1/2 w/ch

.161 x 2-1/8 w/ch

.161 x 2-1/2 w/ch

.166 x 2-1/8 w/ch

.166 x 2-3/4 w/ch

.1695 x 2-1/8 w/ch

.1695 x 2-3/4 w/ch

.171875 x 2-1/8 w/ch

.171875 x 2-3/4 w/ch

.173 x 2-3/16 w/ch

.173 x 2-3/4 w/ch

.177 x 2-3/16 w/ch

.177 x 2-3/4 w/ch

502156

502168

502157

502169

502137

502180

502158

502339

502159

502170

502160

505196

502200

502340

502202

502171

502203

505195

502204

502198

502205

502199

502206

505250

502207

502300

502208

502301

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

#27 to #16 +0,  -.00031 + 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

- .0001 max -

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max#27 to #16

L < 6 L = 6 L < 6 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs .177 x 2-3/4 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 502301

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

#15

#15

#14

#14

#13

#13

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

#12

#12

#11

#11

#10

#10

#9

#9

#8

#8

#7

#7

13/64

13/64

0.1800

0.1800

0.1820

0.1820

0.1850

0.1850

0.1875

0.1875

0.1875

0.1875

0.1875

0.1875

0.1875

0.1875

0.1890

0.1890

0.1910

0.1910

0.1935

0.1935

0.1960

0.1960

0.1990

0.1990

0.2010

0.2010

0.2031

0.2031

2-3/16

2-3/4 

2-3/16

2-3/4 

2-3/16

2-3/4 

1-1/2 

2      

2-3/16

2-1/2 

2-3/4 

3      

4      

6      

2-1/4 

2-3/4 

2-1/4 

2-3/4 

2-1/4 

2-3/4 

2-1/4 

3      

2-1/4 

3      

2-1/4 

3      

2-1/4 

3      

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

.180 x 2-3/16 w/ch

.180 x 2-3/4 w/ch

.182 x 2-3/16 w/ch

.182 x 2-3/4 w/ch

.185 x 2-3/16 w/ch

.185 x 2-3/4 w/ch

.1875 x 1-1/2 w/ch

.1875 x 2 w/ch 

.1875 x 2-3/16 w/ch

.1875 x 2-1/2 w/ch  

.1875 x 2-3/4 w/ch  

.1875 x 3 w/ch

.1875 x 4 w/ch

.1875 x 6 w/ch

.189 x 2-1/4 w/ch

.189 x 2-3/4 w/ch

.191 x 2-1/4 w/ch

.191 x 2-3/4 w/ch

.1935 x 2-1/4 w/ch

.1935 x 2-3/4 w/ch

.196 x 2-1/4 w/ch

.196 x 3 w/ch

.199 x 2-1/4 w/ch

.199 x 3 w/ch

.201 x 2-1/4 w/ch

.201 x 3 w/ch

.203125 x 2-1/4 w/ch

.203125 x 3 w/ch

502209

502303

502210

502304

502211

502305

505167

505123

502138

503182

505141

503183

503410

505261

502230

502306

502231

502307

502232

505975

502233

502308

502234

502310

502235

502311

502236

503236

505396

505515

505517

505165

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

#15 to 13/64 +0,  -.00031 + 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch Ordering Examples:

Order by Description & Grade:

500 pcs .203125 x 3 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 503236
.006 max

-
.0001 max

.00008 max

-

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max
#15 to 3/16

#12 to 13/64

L < 6 L = 6 L <6 L = 6

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

#6

#6

#5

#5

#4

#4

#3

#3

7/32

7/32

#2

#2

#1

#1

 A

 A

15/64

15/64

B

B

C

C

D

D

1/4, E

1/4, E

1/4, E

1/4, E

0.2040

0.2040

0.2055

0.2055

0.2090

0.2090

0.2130

0.2130

0.2187

0.2187

0.2210

0.2210

0.2280

0.2280

0.2340

0.2340

0.2343

0.2343

0.2380

0.2380

0.2420

0.2420

0.2460

0.2460

0.2500

0.2500

0.2500

0.2500

2-3/8 

3      

2-3/8 

3      

2-3/8 

3      

2-3/8 

3      

2-3/8 

3      

2-7/16

3      

2-7/16

3      

2-7/16

3-1/4 

2-7/16

3-1/4 

2-1/2 

3-1/4 

2-1/2 

3-1/4 

2-1/2 

3-1/4 

1-1/2 

2      

2-1/2 

3      

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.020

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

.204 x 2-3/8 w/ch

.204 x 3 w/ch

.2055 x 2-3/8 w/ch

.2055 x 3 w/ch

.209 x 2-3/8 w/ch

.209 x 3 w/ch

.213 x 2-3/8 w/ch

.213 x 3 w/ch

.21875 x 2-3/8 w/ch

.21875 x 3 w/ch

.221 x 2-7/16 w/ch

.221 x 3 w/ch

.228 x 2-7/16 w/ch

.228 x 3 w/ch

.234 x 2-7/16 w/ch

.234 x 3-1/4 w/ch

.234375 x 2-7/16 w/ch

.234375 x 3-1/4 w/ch

.238 x 2-1/2 w/ch

.238 x 3-1/4 w/ch

.242 x 2-1/2 w/ch

.242 x 3-1/4 w/ch

.246 x 2-1/2 w/ch

.246 x 3-1/4 w/ch

.250 x 1-1/2 w/ch 

.250 x 2 w/ch

.250 x 2-1/2 w/ch 

.250 x 3 w/ch 

502237

502312

502238

502313

502239

502314

502140

502315

502240

505253

502266

502317

502267

502125

502388

502389

502268

502214

502269

502215

502270

505251

502271

502216

505103

505107

505124

505125

503185

503186

505307

505324

505325

505507

505524

505519

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

- .0001 max -

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max#6 to 1/4

L < 6 L = 6 L < 6 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs .250 x 3 w/ch TMK-3012

-OR-   Order by TechMet Stock #:

500 pcs 505519

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

#6 to 15/64

Letter B to 1/4

+0,  -.00031

+0,  -.00035

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

1/4, E

1/4, E

1/4, E

1/4, E

F

F

G

G

17/64

17/64

H

H

I

I

J

K

9/32

9/32

9/32

L

M

19/64

19/64

N

N

5/16

5/16

5/16

0.2500

0.2500

0.2500

0.2500

0.2570

0.2570

0.2610

0.2610

0.2656

0.2656

0.2660

0.2660

0.2720

0.2720

0.2770

0.2810

0.2812

0.2812

0.2812

0.2900

0.2950

0.2968

0.2968

0.3020

0.3020

0.3125

0.3125

0.3125

3-1/4 

3-1/2 

4      

6      

2-5/8 

3-1/4 

2-5/8 

3-1/2 

2-5/8 

3-1/2 

2-11/16

3-1/2 

2-11/16

3-1/2 

2-11/16

2-11/16

2-11/16

2-13/16

3-1/2 

3-1/2 

3-3/4 

2-3/4 

3-3/4 

2-15/16

3-3/4 

2      

2-1/2 

2-15/16

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

.250 x 3-1/4 w/ch

.250 x 3-1/2 w/ch 

.250 x 4 w/ch 

.250 x 6 w/ch 

.257 x 2-5/8 w/ch

.257 x 3-1/4 w/ch

.261 x 2-5/8 w/ch

.261 x 3-1/2 w/ch

.265625 x 2-5/8 w/ch

.265625 x 3-1/2 w/ch

.266 x 2-11/16 w/ch

.266 x 3-1/2 w/ch

.272 x 2-11/16 w/ch

.272 x 3-1/2 w/ch

.277 x 2-11/16 w/ch

.281 x 2-11/16 w/ch

.28125 x 2-11/16 w/ch

.28125 x 2-13/16 w/ch

.28125 x 3-1/2 w/ch

.290 x 3-1/2 w/ch

.295 x 3-3/4 w/ch

.296875 x 2-3/4 w/ch

.296875 x 3-3/4 w/ch

.302 x 2-15/16 w/ch

.302 x 3-3/4 w/ch

.3125 x 2 w/ch 

.3125 x 2-1/2 w/ch 

.3125 x 2-15/16 w/ch

505197

502024

505163

505212

502279

503233

502280

502218

502282

502219

502298

502220

502283

502221

502285

502272

502273

505242

505254

502223

502390

502275

502224

502276

502225

505126

505127

502141

503187

503189

503190

505326

505350

505352

505353

505549

505526

505520

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

.006 max .0001 max .00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max1/4 to 5/16

L < 6 L = 6 L < 6 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs .3125 x 2-15/16 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 502141

1/4 to 5/16 +0,  -.00035

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

5/16

5/16

5/16

5/16

O

O

P

P

21/64

21/64

Q

Q

R

R

11/32

11/32

S

S

T

23/64

23/64

U

U

3/8 

3/8 

3/8 

3/8

0.3125

0.3125

0.3125

0.3125

0.3160

0.3160

0.3230

0.3230

0.3281

0.3281

0.3320

0.3320

0.3390

0.3390

0.3437

0.3437

0.3480

0.3480

0.3580

0.3593

0.3593

0.3680

0.3680

0.3750

0.3750

0.3750

0.3750

3      

3-3/4 

4      

6      

2-15/16

3-3/4 

2-15/16

3-3/4 

2-15/16

4      

3      

4      

3      

4      

3      

4      

3-1/16

4      

4-1/4 

3-1/16

4-1/4 

3-1/8 

4-1/4 

2      

2-1/2 

3      

3-1/8 

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

.3125 x 3 w/ch 

.3125 x 3-3/4 w/ch

.3125 x 4 w/ch 

.3125 x 6 w/ch  

.316 x 2-15/16 w/ch

.316 x 3-3/4 w/ch

.323 x 2-15/16 w/ch

.323 x 3-3/4 w/ch

.328125 x 2-15/16 w/ch

.328125 x 4 w/ch

.332 x 3 w/ch

.332 x 4 w/ch

.339 x 3 w/ch

.339 x 4 w/ch

.34375 x 3 w/ch

.34375 x 4 w/ch

.348 x 3-1/16 w/ch

.348 x 4 w/ch

.358 x 4-1/4 w/ch

.359375 x 3-1/16 w/ch

.359375 x 4-1/4 w/ch

.368 x 3-1/8 w/ch

.368 x 4-1/4 w/ch

.375 x 2 w/ch 

.375 x 2-1/2 w/ch 

.375 x 3 w/ch 

.375 x 3-1/8 w/ch

505142

505243

505117

505178

502277

502321

502278

502227

502286

502324

502287

502242

502289

502244

502290

502325

502291

502245

502391

502293

502247

502294

502248

505128

505129

505130

502133

503191

503192

503193

503194

503195

505354

505355

505356

505357

505330

505521

505522

505525

505529

505523

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

5/16 to 3/8 +0,  -.00035 + 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

.006 max .0001 max .00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max5/16 to 3/8

L < 6 L = 6 L < 6 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs .375 x 3-1/8 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 502133

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

3/8 

3/8 

3/8

3/8 

3/8 

3/8 

V

V

W

W

25/64

25/64

X

Y

13/32

13/32

Z

27/64

27/64

7/16

7/16

7/16

7/16

7/16

7/16

29/64

15/32

0.3750

0.3750

0.3750

0.3750

0.3750

0.3750

0.3770

0.3770

0.3860

0.3860

0.3906

0.3906

0.3970

0.4040

0.4062

0.4062

0.4130

0.4218

0.4218

0.4375

0.4375

0.4375

0.4375

0.4375

0.4375

0.4531

0.4687

3-1/2 

4      

4-1/4 

4-1/2 

5      

6      

3-1/4 

4-1/4 

3-1/4 

4-1/2 

3-1/4 

4-1/2 

4-1/2 

4-1/2 

3-5/16

4-1/2 

4-1/2 

3-3/8 

4-1/2 

2-1/2 

2-3/4 

3      

3-7/16

4      

4-3/4 

3-9/16

4-3/4 

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

.375 x 3-1/2 w/ch 

.375 x 4 w/ch 

.375 x 4-1/4 w/ch

.375 x 4-1/2 w/ch 

.375 x 5 w/ch 

.375 x 6 w/ch 

.377 x 3-1/4 w/ch

.377 x 4-1/4 w/ch

.386 x 3-1/4 w/ch

.386 x 4-1/2 w/ch

.390625 x 3-1/4 w/ch

.390625 x 4-1/2 w/ch

.397 x 4-1/2 w/ch

.404 x 4-1/2 w/ch

.40625 x 3-5/16 w/ch

.40625 x 4-1/2 w/ch

.413 x 4-1/2 w/ch

.421875 x 3-3/8 w/ch

.421875 x 4-1/2 w/ch

.4375 x 2-1/2 w/ch 

.4375 x 2-3/4 w/ch 

.4375 x 3 w/ch

.4375 x 3-7/16 w/ch

.4375 x 4 w/ch 

.4375 x 4-3/4 w/ch

.453125 x 3-9/16 w/ch

.46875 x 4-3/4 w/ch

505143

505144

503234

505190

505213

505214

502295

502250

502296

502251

502297

502190

502392

502253

502143

502191

502393

502259

502192

505131

505132

502028

502144

505177

505260

502260

502385

503196

503197

503198

505329

505328

505358

505306

505542

505543

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch Ordering Examples:

Order by Description & Grade:

500 pcs .46875 x 4-3/4 w/ch TMK-320

-OR-   Order by TechMet Stock #:

500 pcs 502385
.006 max

-
.0001 max

.00016 max

-

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max
3/8

Letter V to 15/32

L < 6 L = 6 L < 6 L = 63/8 to 25/64

Letter X to 15/32

+0,  -.00035

+0,  -.00043

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.
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h6 tolerance

D

C

L

Number, 
Letter or

Fractional Size

31/64

31/64

1/2 

1/2 

1/2 

1/2 

1/2 

1/2 

1/2 

1/2 

17/32

17/32

9/16

9/16

9/16

5/8 

5/8 

5/8 

5/8

5/8 

5/8

5/8 

0.4843

0.4843

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5312

0.5312

0.5625

0.5625

0.5625

0.6250

0.6250

0.6250

0.6250

0.6250

0.6250

0.6250

3-11/16

4-3/4 

2-1/2 

3      

3-1/2 

3-3/4 

4      

4-3/4 

5      

6      

4-1/4 

5      

3-1/2 

5      

6      

3      

3-1/2 

4      

4-1/2 

5      

5-1/4 

6      

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

.484375 x 3-11/16 w/ch

.484375 x 4-3/4 w/ch

.500 x 2-1/2 w/ch 

.500 x 3  w/ch 

.500 x 3-1/2 w/ch 

.500 x 3-3/4 w/ch

.500 x 4 w/ch 

.500 x 4-3/4 w/ch

.500 x 5 w/ch

.500 x 6 w/ch 

.53125 x 4-1/4 w/ch

.53125 x 5 w/ch

.5625 x 3-1/2 w/ch 

.5625 x 5 w/ch

.5625 x 6 w/ch

.625 x 3 w/ch 

.625 x 3-1/2 w/ch 

.625 x 4 w/ch

.625 x 4-1/2 w/ch

.625 x 5 w/ch 

.625 x 5-1/4 w/ch

.625 x 6 w/ch 

502261

502194

505133

505134

505140

502262

505135

505244

505138

505136

502263

502184

505113

502196

502082

505100

505102

505104

502371

505106

502197

505137

503199

503200

503201

503215

503202

503203

505334

505340

505335

505383

505395

505384

505341

505385

505533

505506

505513

505538

505209

505548

505528

505530

505531

Dimensions, inch

D L C

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

31/64 to 5/8 +0,  -.00043 + 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

.0001 max .00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max

L < 6 L = 6 L < 6 L = 6

Ordering Examples:

Order by Description & Grade:

500 pcs .625 x 6 w/ch TMK-3012

-OR-   Order by TechMet Stock #:

500 pcs 505531

Description

Drill Blanks - Number, Letter & Fractional Sizes
Precision Ground Rod, Cut to Length, With Chamfer

.004 max

.003 max

31/64 to 17/32

9/16 to 5/8

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.



Drill Blanks
With Helical Coolant Holes
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Drill Size Range 6-20mm, 15/64"- 25/32"

Unground Series

Helical Coolant Hole Drill Blanks, 2 Holes, 30° Helix

Nominal
Size

D

Dimensions, mm

Description

TechMet Stock #

Diameter
Coolant

Hole
Diameter

Bolt Circle Pitch Length Grade 
TMK-320

ØD Ød ØTK Pitch Tolerance (± 0.5°)

6 6.6 0.70 2.60 32.65 +0.67, -0.65 6mm x 330mm H2 30D SBC UG 805001

7 7.7 1.00 3.70 38.09 +0.78, -0.76 7mm x 330mm H2 30D SBC UG 805002

8 8.7 1.00 4.00 43.53 +0.89, -0.86 8mm x 330mm H2 30D SBC UG 805003

9 9.7 1.40 4.80 48.97 +1.00, -0.97 9mm x 330mm H2 30D SBC UG 805004

10 10.7 1.40 4.80 54.41 +1.11, -1.08 10mm x 330mm H2 30D SBC UG 805005

11 11.7 1.40 5.30 59.86 +1.22, -1.19 11mm x 330mm H2 30D SBC UG 805006

12 12.7 1.40 6.25 65.30 +1.34, -1.30 12mm x 330mm H2 30D SBC UG 805007

13 13.7 1.75 6.50 70.74 +1.45, -1.40 13mm x 330mm H2 30D SBC UG 805008

14 14.7 1.75 7.10 76.18 +1.56, -1.51 14mm x 330mm H2 30D SBC UG 805009

15 15.7 1.75 7.70 81.62 +1.67, -1.62 15mm x 330mm H2 30D SBC UG 805010

16 16.7 1.75 8.30 87.06 +1.78, -1.73 16mm x 330mm H2 30D SBC UG 805011

17 17.7 1.75 8.90 92.50 +1.89, -1.84 17mm x 330mm H2 30D SBC UG 805012

18 18.7 2.00 9.55 97.95 +2.00, -1.94 18mm x 330mm H2 30D SBC UG 805013

19 19.7 2.00 10.10 103.39 +2.12, -2.05 19mm x 330mm H2 30D SBC UG 805014

20 20.7 2.00 10.40 108.83 +2.23, -2.16 20mm x 330mm H2 30D SBC UG 805015

TOLERANCES, mm

Sizes, mm ØD Length

ALL +0.4, -0 +5, -0

TOLERANCES, mm

Sizes, mm Ød ØTK

6

7 to 8

9 to 10

11 to 12

13 to 17

18 to 19

20

± 0.10

± 0.15

± 0.15

± 0.15

± 0.20

± 0.25

± 0.25

+0, -0.4

+0, -0.4

+0, -0.6

+0, -0.8

+0, -0.8

+0, -0.8

+0, -1.0

Ordering Examples:

Order by Description & Grade:

500 pcs 20mm x 330mm H2 30D SBC UG TMK-320

-OR- 

Order by TechMet Stock #:

500 pcs 805015

NOTE: New items are added frequently – please contact us for information on other sizes that may be available.



Blanks for
Diamond Coatings
Grade TMK-22D
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Inch sizes, h6 tolerance

D

C

L

Fractional
Size
D x L

1/8 x 1-1/2

1/8 x 2

1/8 x 2-1/4

1/8 x 2-1/2

1/8 x 3

1/8 x 4

3/16 x 2

3/16 x 2-1/4

3/16 x 2-1/2

3/16 x 3

3/16 x 4

1/4 x 2-1/2

1/4 x 2-5/8

1/4 x 3

1/4 x 3-1/8

1/4 x 4

1/4 x 6

5/16 x 2-1/2

5/16 x 3-1/8

5/16 x 4

5/16 x 6

3/8 x 2-1/2

3/8 x 3

3/8 x 3-1/2

3/8 x 4

3/8 x 6

0.1250

0.1250

0.1250

0.1250

0.1250

0.1250

0.1875

0.1875

0.1875

0.1875

0.1875

0.2500

0.2500

0.2500

0.2500

0.2500

0.2500

0.3125

0.3125

0.3125

0.3125

0.3750

0.3750

0.3750

0.3750

0.3750

1-1/2 

2      

2-1/4 

2-1/2 

3      

4      

2      

2-1/4 

2-1/2 

3      

4      

2-1/2 

2-5/8 

3      

3-1/8 

4      

6      

2-1/2 

3-1/8 

4      

6      

2-1/2 

3      

3-1/2 

4      

6      

0.016

0.016

0.016

0.016

0.016

0.016

0.020

0.020

0.020

0.020

0.020

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

0.024

.125 x 1-1/2 w/ch

.125 x 2 w/ch

.125 x 2-1/4 w/ch

.125 x 2-1/2 w/ch

.125 x 3 w/ch

.125 x 4 w/ch

.1875 x 2 w/ch

.1875 x 2-1/4 w/ch

.1875 x 2-1/2 w/ch

.1875 x 3 w/ch

.1875 x 4 w/ch

.250 x 2-1/2 w/ch

.250 x 2-5/8 w/ch

.250 x 3 w/ch

.250 x 3-1/8 w/ch

.250 x 4 w/ch

.250 x 6 w/ch

.3125 x 2-1/2 w/ch

.3125 x 3-1/8 w/ch

.3125 x 4 w/ch

.3125 x 6 w/ch

.375 x 2-1/2 w/ch

.375 x 3 w/ch

.375 x 3-1/2 w/ch

.375 x 4 w/ch

.375 x 6 w/ch

505228

502037

503484

505233

502038

502039

502040

503485

502041

505229

502042

502043

502117

502044

503238

505234

502045

502046

502115

502047

502048

502049

505230

502116

505235

502050

Dimensions, inch

D L C

TechMet Stock #

Grade 
TMK-22D

1/8 to 3/16

1/4 to 3/8

+0,  -.00031

+0,  -.00035
+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

-

.006 max
.0001 max

-

.00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max
1/8 to 3/16

1/4 to 3/8

L ≤ 5 L = 6 to 8 L ≤ 5 L = 6 to 8

Ordering Examples:

Order by Description & Grade:

500 pcs .375 x 6 w/ch TMK-22D

-OR-   Order by TechMet Stock #:

500 pcs 502050

Description

Blanks for Diamond Coatings - Grade TMK-22D
Precision Ground Rod, Cut to Length, With Chamfer

NOTE: New items are added frequently – please contact us for information on other sizes that may be available. 

NOTE: See page 44 for additional application and technical information on grade TMK-22D.
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D

C

L

Fractional
Size
D x L

1/2 x 3

1/2 x 3-1/4

1/2 x 3-1/2

1/2 x 4

1/2 x 4-1/16

1/2 x 4-1/4

1/2 x 5

1/2 x 6

1/2 x 8

5/8 x 4

5/8 x 6

3/4 x 4

3/4 x 6

3/4 x 8

1 x 4

1 x 8

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.5000

0.6250

0.6250

0.7500

0.7500

0.7500

1.0000

1.0000

3      

3-1/4 

3-1/2 

4      

4-1/16

4-1/4 

5      

6      

8      

4      

6      

4      

6      

8      

4      

8      

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.031

0.040

0.040

0.040

0.040

0.040

.500 x 3 w/ch

.500 x 3-1/4 w/ch

.500 x 3-1/2 w/ch

.500 x 4 w/ch

.500 x 4-1/16 w/ch

.500 x 4-1/4 w/ch

.500 x 5 w/ch

.500 x 6 w/ch

.500 x 8 w/ch

.625 x 4 w/ch

.625 x 6 w/ch

.750 x 4 w/ch

.750 x 6 w/ch

.750 x 8 w/ch

1.000 x 4 w/ch

1.000 x 8 w/ch

505410

503482

502102

502051

502103

502104

503483

505236

502052

502053

502094

502054

502095

502055

502056

502057

Dimensions, inch

D L C

TechMet Stock #

Grade
TMK-22D

Description

Inch sizes, h6 tolerance

Blanks for Diamond Coatings - Grade TMK-22D
Precision Ground Rod, Cut to Length, With Chamfer

1/2 to 5/8

3/4 to 1

+0,  -.00043

+0,  -.00051
+ 1/16, -0

Sizes, inch D, h6 L

TOLERANCES, inch

.004 max

.003 max
.0001 max .00016 max

Roundness

TOLERANCES, inch

Straightness
Sizes, inch

.0005 max
1/2

5/8 to 1

L ≤ 5 L = 6 to 8 L ≤ 5 L = 6 to 8

Ordering Examples:

Order by Description & Grade:

500 pcs 1.000 x 8 w/ch TMK-22D

-OR-   Order by TechMet Stock #:

500 pcs 502057

NOTE: New items are added frequently – please contact us for information on other sizes that may be available. 

NOTE: See page 44 for additional application and technical information on grade TMK-22D.
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D

C

L

Size
D x L

3 x 38

3 x 40

3 x 50

3 x 76

4 x 50

4 x 76

4 x 100

6 x 63

6 x 65

6 x 66

6 x 76

6 x 100

6 x 150

8 x 63

8 x 79

8 x 101.6

8 x 152.4

10 x 63

10 x 89

10 x 100

10 x 150

12 x 75

12 x 89

12 x 100

12 x 102

12 x 150

16 x 108

16 x 115

3.000

3.000

3.000

3.000

4.000

4.000

4.000

6.000

6.000

6.000

6.000

6.000

6.000

8.000

8.000

8.000

8.000

10.000

10.000

10.000

10.000

12.000

12.000

12.000

12.000

12.000

16.000

16.000

Dimensions, mm

D L C

TechMet Stock #

Grade
TMK-22D

Description

Metric sizes, h6 tolerance

Blanks for Diamond Coatings - Grade TMK-22D
Precision Ground Rod, Cut to Length, With Chamfer

38

40

50

76

50

76

100

63

65

66

76

100

150

63

79

101.6

152.4

63

89

100

150

75

89

100

102

150

108

115

0.40

0.40

0.40

0.40

0.40

0.40

0.40

0.50

0.50

0.50

0.50

0.50

0.50

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.60

0.80

0.80

0.80

0.80

0.80

0.80

0.80

3mm x 38mm w/ch

3mm x 40mm w/ch

3mm x 50mm w/ch

3mm x 76mm w/ch

4mm x 50mm w/ch

4mm x 76mm w/ch

4mm x 100mm w/ch

6mm x 63mm w/ch

6mm x 65mm w/ch

6mm x 66mm w/ch

6mm x 76mm w/ch

6mm x 100mm w/ch

6mm x 150mm w/ch

8mm x 63mm w/ch

8mm x 79mm w/ch

8mm x 101.6mm w/ch

8mm x 152.4mm w/ch

10mm x 63mm w/ch

10mm x 89mm w/ch

10mm x 100mm w/ch

10mm x 150mm w/ch

12mm x 75mm w/ch

12mm x 89mm w/ch

12mm x 100mm w/ch

12mm x 102mm w/ch

12mm x 150mm w/ch

16mm x 108mm w/ch

16mm x 115mm w/ch

503267

502058

502059

502060

502061

502063

502062

502113

502065

502105

502066

502067

502064

502114

502110

502068

502069

502106

502107

502070

502071

502072

502109

502073

502108

502074

502098

502100

3

4 to 6

8 to 10

12 to 16

+0,  -.006

+0,  -.008

+0,  -.009

+0,  -.011

+ 1.6, -0

Sizes, mm D, h6 L

TOLERANCES, mm

RoundnessStraightness

Ordering Examples:

Order by Description & Grade:

500 pcs 16mm x115mm w/ch TMK-22D

-OR-   Order by TechMet Stock #:

500 pcs 502100
.004 max.15 max .003 max.013 maxALL

Sizes, mm

TOLERANCES, mm

L < 150 L = 152.4– L < 150 L = 152.4–

NOTE: New items are added frequently – please contact us for information on other sizes that may be available. 

NOTE: See page 44 for additional application and technical information on grade TMK-22D.



Preforms
Ball Nose Blanks

Combined Drill & Countersink Blanks

Double End Endmill Blanks
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Precision Ground Rod, Cut to Length, With Chamfer

Inch Sizes, h6 tolerance

Ball Nose Endmill Blanks

Fractional Size 
D x L

Dimensions, inch

Description

TechMet Stock #

D L C SR*
Grade

TMK-320

5/16 x 2 0.3125 2 0.024 0.168 .3125 x 2 Ball Nose w/ch 502323

5/16 x 2-1/2 0.3125 2-1/2 0.024 0.168 .3125 x 2-1/2 Ball Nose w/ch 503140

5/16 x 4 0.3125 4 0.024 0.168 .3125 x 4 Ball Nose w/ch 505766

3/8 x 2-1/2 0.3750 2-1/2 0.024 0.200 .375 x 2-1/2 Ball Nose w/ch 505311

3/8 x 3 0.3750 3 0.024 0.200 .375 x 3 Ball Nose w/ch 505327

3/8 x 4 0.3750 4 0.024 0.200 .375 x 4 Ball Nose w/ch 505336

3/8 x 6 0.3750 6 0.024 0.200 .375 x 6 Ball Nose w/ch 502176

7/16 x 2-3/4 0.4375 2-3/4 0.031 0.230 .4375 x 2-3/4 Ball Nose w/ch 505312

1/2 x 2-1/2 0.5000 2-1/2 0.031 0.262 .500 x 2-1/2 Ball Nose w/ch 505551

1/2 x 3 0.5000 3 0.031 0.262 .500 x 3 Ball Nose w/ch 505308

1/2 x 3-1/2 0.5000 3-1/2 0.031 0.262 .500 x 3-1/2 Ball Nose w/ch 502528

1/2 x 4 0.5000 4 0.031 0.262 .500 x 4 Ball Nose w/ch 505172

1/2 x 4-1/2 0.5000 4-1/2 0.031 0.262 .500 x 4-1/2 Ball Nose w/ch 505409

1/2 x 6 0.5000 6 0.031 0.262 .500 x 6 Ball Nose w/ch 505315

5/8 x 3-1/2 0.6250 3-1/2 0.031 0.327 .625 x 3-1/2 Ball Nose w/ch 505309

3/4 x 4 0.7500 4 0.040 0.390 .750 x 4 Ball Nose w/ch 505237

3/4 x 6 0.7500 6 0.040 0.390 .750 x 6 Ball Nose w/ch 505317

1 x 4 1.0000 4 0.040 0.515 1.000 x 4 Ball Nose w/ch 505314

1 x 6 1.0000 6 0.040 0.515 1.000 x 6 Ball Nose w/ch 502404

TOLERANCES, inch

Sizes, inch D, h6 L

5/16 to 3/8

7/16 to 5/8

3/4 to 1

+0, -.00035

+0, -.00043

+0, -.00051

+ 1/16, -0

TOLERANCES, inch

Sizes, inch
Straightness Roundness

L ≤ 5 L = 6 L ≤ 5 L = 6

5/16 to 3/8 

7/16 to 1/2

5/8 to 1
.0005 max

.006 max

.004 max

.003 max

.0001 max
.00016 

max

Ordering Examples:

Order by Description & Grade:

500 pcs 1.000 x 6 Ball Nose w/ch TMK-320

-OR- 

Order by TechMet Stock #:

500 pcs 502404

D

C

L

45° SR

* SR = Spherical Radius
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Centerdrill Blanks

60°, Double End

Combined Drill & Countersink Blanks

Nominal
Size

Nominal
Point

Diameter

Dimensions, inch

Description

TechMet Stock #

Point
Diameter

Body
Diameter

Point
Length

Overall
Length Grade 

TMK-320
ØD

1
ØD L

1
L

#2 5/64 0.108 0.1875 0.095 1-7/8 CDB-2 60D x 1-7/8 061033-2

#3 7/64 0.140 0.2500 0.130 2 CDB-3 60D x 2 061033-3

#4 1/8 0.155 0.3125 0.150 2-1/8 CDB-4 60D x 2-1/8 061033-4

#5 3/16 0.218 0.4375 0.215 2-3/4 CDB-5 60D x 2-3/4 061033-5

#6 7/32 0.249 0.5000 0.275 3 CDB-6 60D x 3 061033-6

#7 1/4 0.280 0.6250 0.290 3-1/4 CDB-7 60D x 3-1/4 061033-7

#8 5/16 0.343 0.7500 0.365 3-1/2 CDB-8 60D x 3-1/2 061033-8

TOLERANCES, inch

Sizes ØD
1

ØD, h6

#2

#3

#4

#5

#6

#7

#8

+0, -0.010

+0, -.00031

+0, -.00035

+0, -.00035

+0, -.00043

+0, -.00043

+0, -.00043

+0, -.00051

TOLERANCES, inch

Sizes L
1

L

ALL + 0.010, -0
+ 0.040

+ 0.080

Ordering Examples:

Order by Description & Grade:

500 pcs CDB-8 60D x 3-1/2 TMK-320

-OR- 

Order by TechMet Stock #:

500 pcs 061033-8
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Diameter 3/8” Shank

Double End Endmill Blanks

Fractional
Size

Nominal
Cutting

Diameter

Dimensions, inch

Description

TechMet Stock #

Blank
Diameter

Shank
Diameter

Blank
Length

Overall
Length Grade 

TMK-320
ØD

1
ØD L

1
L

  1/8   1/8 0.170 0.3750 0.406 3.145 DEM 1/8 x .375 x 3-1/8 061022-3A

  5/32   5/32 0.200 0.3750 0.462 3.270 DEM 5/32 x .375 x 3-1/4 061022-3B

  3/16   3/16 0.232 0.3750 0.525 3.270 DEM 3/16 x .375 x 3-1/4 061022-3C

  7/32   7/32 0.264 0.3750 0.600 3.520 DEM 7/32 x .375 x 3-1/2 061022-3F

  1/4   1/4 0.295 0.3750 0.650 3.520 DEM 1/4 x .375 x 3-1/2 061022-3D

  9/32   9/32 0.326 0.3750 0.725 3.520 DEM 9/32 x .375 x 3-1/2 061022-3E

  5/16   5/16 0.358 0.3750 0.775 3.520 DEM 5/16 x .375 x 3-1/2 061022-3G

TOLERANCES, inch

Sizes ØD
1

ØD, h6

ALL ± 0.005 +0, -.00035

TOLERANCES, inch

Sizes L
1

L

ALL ± 1/32 + 1/32, -0

Ordering Examples:

Order by Description & Grade:

500 pcs DEM 5/16 x .375 x 3-1/2 TMK-320

-OR- 

Order by TechMet Stock #:

500 pcs 061022-3G



Ground Rod
Random Length GRR Blanks

Unground Rod
Random Length RR Blanks
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Inch Sizes 1/16” to 1-1/4” Diameter
h6 tolerance

Fractional
Size

D

1/16

3/32

7/64

1/8

9/64

5/32

11/64

3/16

13/64

7/32

1/4 

5/16

3/8 

7/16

1/2 

9/16

5/8 

3/4 

7/8 

1

1-1/4

0.0625

0.0937

0.1093

0.1250

0.1406

0.1562

0.1718

0.1875

0.2031

0.2187

0.2500

0.3125

0.3750

0.4375

0.5000

0.5625

0.6250

0.7500

0.8750

1.0000

1.2500

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

.0625 x 13.25 Centerless Grd

.09375 x 13.25 Centerless Grd

.109375 x 13.25 Centerless Grd

.125 x 13.25 Centerless Grd

.140625 x 13.25 Centerless Grd

.15625 x 13.25 Centerless Grd

.171875 x 13.25 Centerless Grd

.1875 x 13.25 Centerless Grd

.203125 x 13.25 Centerless Grd

.21875 x 13.25 Centerless Grd

.250 x 13.25 Centerless Grd

.3125 x 12.25 Centerless Grd

.375 x 12.25 Centerless Grd

.4375 x 12.25 Centerless Grd

.500 x 12.25 Centerless Grd

.5625 x 12.25 Centerless Grd

.625 x 12.25 Centerless Grd

.750 x 12.25 Centerless Grd

.875 x 12.25 Centerless Grd

1.000 x 12.25 Centerless Grd

1.250 x 12.25 Centerless Grd

GRR-4

GRR-6

GRR-7

GRR-8

GRR-9

GRR-10

GRR-11

GRR-12

GRR-13

GRR-14

GRR-16

GRR-20

GRR-24

GRR-28

GRR-32

GRR-36

GRR-40

GRR-48

GRR-56

GRR-64

GRR-80

Dimensions, inch

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

1/16 to 7/64

1/8 to 7/32

1/4 to 3/8

7/16 to 5/8

3/4 to 1

1-1/4

+0,  -.00024

+0,  -.00031

+0,  -.00035

+0,  -.00043

+0,  -.00051

+0,  -.00063

+ 1/4, -0

Sizes, inch D, h6 L

TOLERANCES, inch

RoundnessStraightness

Ordering Examples:

Order by Description & Grade:

500 pcs 1.250 x 12.25

Centerless Grd TMK-320

-OR-   Order by TechMet Stock #:

500 pcs GRR-80

Description

Precision Ground Rod, Random Lengths, GRR

D

L

.00008 max

.00016 max

.00016 max

.00016 max

.006 max

.006 max

.004 max

.003 max

1/16 to 3/16

13/64 to 3/8

7/16 to 1/2

9/16 to 1-1/4

Sizes, inch

TOLERANCES, inch
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Metric Sizes 5mm to 24mm Diameter
h6 tolerance

Size
D

Dimensions, mm

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

Description

Precision Ground Rod, Random Lengths, GRR

5

6

8

9

10

12

13

14

15

16

18

20

24

5.000

6.000

8.000

9.000

10.000

12.000

13.000

14.000

15.000

16.000

18.000

20.000

24.000

330

330

330

330

330

330

330

330

330

330

330

330

330

5mm x 330mm Centerless Grd

6mm x 330mm  Centerless Grd

8mm x 330mm Centerless Grd

9mm x 330mm  Centerless Grd

10mm x 330mm Centerless Grd

12mm x 330mm Centerless Grd

13mm x 330mm Centerless Grd

14mm x 330mm Centerless Grd

15mm x 330mm Centerless Grd

16mm x 330mm Centerless Grd

18mm x 330mm Centerless Grd

20mm x 330mm Centerless Grd

24mm x 330mm Centerless Grd

GRR-5MM

GRR-6MM

GRR-8MM

GRR-9MM

GRR-10MM

GRR-12MM

GRR-13MM

GRR-14MM

GRR-15MM

GRR-16MM

GRR-18MM

GRR-20MM

GRR-24MM

D

L

5 to 6

8 to 10

12 to 18

20 to 24

+0,  -.008

+0,  -.009

+0,  -.011

+0,  -.013

+ 6.3, + 12.7

Sizes, mm D, h6 L

TOLERANCES, mm

RoundnessStraightness

Ordering Examples:

 

.004 max

.15 max

.10 max

.08 max

5 to 9

10 to 13

14 to 24

Sizes, mm

TOLERANCES, mm

Order by Description & Grade:

500 pcs 24mm x 330mm

Centerless Grd TMK-320

-OR-   Order by TechMet Stock #:

500 pcs GRR-24MM
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Inch Sizes 1/16” to 27/64” Diameter

Nominal
Fractional

Size D

Dimensions, inch

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

ALL +0.015, -0 + 1/2, -0

Sizes, inch D L

TOLERANCES, inch

RoundnessStraightness

Ordering Examples:

Order by Description & Grade:

500 pcs 27/64 x 12.25

Rod Blank TMK-320

-OR-   Order by TechMet Stock #:

500 pcs RR-27

Description

Unground Rod, Random Lengths RR

D

L

.004 max
.016 max

.010 max

1/16 to 7/32

15/64 to 27/64

Sizes, inch

TOLERANCES, inch

1/16 x 13.25 Rod Blank

5/64 x 13.25 Rod Blank

3/32 x 13.25 Rod Blank

7/64 x 13.25 Rod Blank

1/8 x 13.25 Rod Blank

9/64 x 13.25 Rod Blank

5/32 x 13.25 Rod Blank

11/64 x 13.25 Rod Blank

3/16 x 13.25 Rod Blank

13/64 x 13.25 Rod Blank

7/32 x 13.25 Rod Blank

15/64 x 13.25 Rod Blank

1/4 x 13.25 Rod Blank

17/64 x 12.25 Rod Blank

9/32 x 12.25 Rod Blank

19/64 x 12.25 Rod Blank

5/16 x 12.25 Rod Blank

21/64 x 12.25 Rod Blank

11/32 x 12.25 Rod Blank

23/64 x 12.25 Rod Blank

3/8 x 12.25 Rod Blank

25/64 x 12.25 Rod Blank

13/32 x 12.25 Rod Blank

27/64 x 12.25 Rod Blank

RR-4

RR-5

RR-6

RR-7

RR-8

RR-9

RR-10

RR-11

RR-12

RR-13

RR-14

RR-15

RR-16

RR-17

RR-18

RR-19

RR-20

RR-21

RR-22

RR-23

RR-24

RR-25

RR-26

RR-27

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

13-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

0.073

0.088

0.104

0.119

0.135

0.151

0.166

0.182

0.198

0.213

0.229

0.244

0.260

0.276

0.291

0.307

0.323

0.338

0.354

0.369

0.385

0.401

0.416

0.432

1/16

5/64

3/32

7/64

1/8 

9/64

5/32

11/64

3/16

13/64

7/32

15/64

1/4 

17/64

9/32

19/64

5/16

21/64

11/32

23/64

3/8 

25/64

13/32

27/64

RR-4-326

RR-5-326

RR-6-326

RR-7-326

RR-8-326

RR-9-326

RR-10-326

RR-11-326

RR-12-326

RR-13-326

RR-14-326

RR-15-326

RR-16-326

RR-17-326

RR-18-326

RR-19-326

RR-20-326

RR-21-326

RR-22-326

RR-23-326

RR-24-326

RR-25-326

RR-26-326

RR-27-326
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Inch Sizes 7/16” to 1” Diameter

Nominal
Fractional

Size D

RR-28-326

RR-29-326

RR-30-326

RR-31-326

Dimensions, inch

D L

TechMet Stock #

Complementary GradesStandard Grade

TMK-320 TMK-3028 TMK-326 TMK-3012

Description

Unground Rod, Random Lengths RR

7/16

29/64

15/32

31/64

1/2 

17/32

9/16

5/8 

11/16

3/4 

13/16

7/8 

1     

0.448

0.463

0.479

0.494

0.510

0.541

0.573

0.635

0.698

0.760

0.823

0.885

1.010

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

12-1/4

7/16 x 12.25 Rod Blank

29/64 x 12.25 Rod Blank

15/32 x 12.25 Rod Blank

31/64 x 12.25 Rod Blank

1/2 x 12.25 Rod Blank

17/32 x 12.25 Rod Blank

9/16 x 12.25 Rod Blank

5/8 x 12.25 Rod Blank

11/16 x 12.25 Rod Blank

3/4 x 12.25 Rod Blank

13/16 x 12.25 Rod Blank

7/8 x 12.25 Rod Blank

1 x 12.25 Rod Blank

RR-28

RR-29

RR-30

RR-31

RR-32

RR-34

RR-36

RR-40

RR-44

RR-48

RR-52

RR-56

RR-64

D

L

ALL +0.015, -0 + 1/2, -0

Sizes, inch D L

TOLERANCES, inch

RoundnessStraightness

Ordering Examples:

Order by Description & Grade:

500 pcs 1 x 12.25

Rod Blank TMK-320

-OR-   Order by TechMet Stock #:

500 pcs RR-64

.004 max.010 max7/16 to 1

Sizes, inch

TOLERANCES, inch
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World Leader in Production and Quality

TechMet products are produced in the world’s most advanced solid carbide 
rod production facilities, on the most modern production equipment 
available – high-precision automatic presses, extrusion equipment and Sinter-
HIP furnaces. These ultra-modern and automated production processes ensure 
consistent, high-quality products, throughout every production run.



Technical Guide
Rotary Tool Blanks
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Primary Grades

ANSI
Classifi cation

ISO
Classifi cation WC % Co % TaC % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-2/10 K20 90 10 – 92.0 14.45 500,000

First-choice grade, off ering outstanding performance in a broad range of materials and 

applications. Especially well-suited for drilling and milling grey cast iron, stainless steels 

and heat-resistant alloys. TMK-320 is a 10% cobalt micrograin tungsten carbide grade.
TMK-320

ANSI
Classifi cation

ISO
Classifi cation WC % Co % TaC % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-4/9 K05 92 8 – 93.5 14.60 610,000

High hardness and wear resistance characteristics, suitable for machining higher hard-

ness materials. Can be used to off er extended tool life with proper application. Used 

extensively for micro drills, circuit board drills and abrasive applications. TMK-3028 is 

an 8% cobalt ultrafi ne grain tungsten carbide grade.

TMK-3028

ANSI
Classifi cation

ISO
Classifi cation WC % Co % TaC % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-3/9 K10 94 6 – 93.2 14.85 410,000

Superior wear resistance in composite materials and abrasive applications. Often used 

for drilling and reaming with high cutting speeds. Well-suited for the light cuts used 

with high speed machining techniques in hardened steels and heat-resistant alloys. 

TMK-326 is a 6% cobalt micrograin tungsten carbide grade.

TMK-326

ANSI
Classifi cation

ISO
Classifi cation WC % Co % TaC % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-3 K20 86.8 12 1.2 92.7 14.10 650,000

Off ers an excellent combination of high hardness, high strength and wear resistance. 

Suitable for titanium and heat-resistant alloys and hardened steels. Often used for 

larger diameter milling applications. TMK-3012 is a 12% cobalt ultrafi ne grain tungsten 

carbide grade.

TMK-3012

ANSI
Classifi cation

ISO
Classifi cation WC % Co % TaC % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-2 K10 94 6 - 92.5 14.90 400,000

Formulated for use with diamond coatings, off ering outstanding wear resistance. Suit-

able for aluminum, composites and other non-ferrous materials. Approved by leading 

diamond coaters for repeatability and coating adhesion. TMK-22D is a 6% cobalt fi ne 

grain tungsten carbide grade.

TMK-22D

Photos shown at 1500X magnifi cation
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Specialty Grades

ANSI
Classifi cation

ISO
Classifi cationGrade WC % Co % TiC % TaC %

Fine grain size. Excellent wear 
and corrosion resistance.

TRS, min
(psi)

Density
(g/cm3)

Hardness
(HRA) Characteristics

250,000

450,000

470,000

410,000

300,000

400,000

275,000

15.20

14.20

14.00

14.95

14.60

14.85

13.00

93.3

88.5

87.5

91.0

90.8

93.7

93.0

1

–

–

–

 

–

3

3

13

15

6

 

6

6

96

87

85

94

 

94

84

K20

K40

K40

K40

K40

K05

P10

C-3

C-11/12

C-13

C-1/10

C-1/10

C-4/9

C-7/8

TMK-3

TMK-10

TMK-11

TMK-15

TMK-15B

TMK-3026

TMP-810

–

–

–

–

 

–

6

Coarse grain size. For wear and 
medium shock applications.

Coarse grain size. Light wear and 
medium shock resistance applications.

Fine/medium grain size. 
Used for roughing.

Medium/coarse grain size. Used 
for bur blanks and non-critical 
wear applications.

Ultrafi ne grain size. Off ers very 
high wear resistance.

Fine grain size. Excellent wear 
and corrosion resistance.

Additional Specialty Grades are available. Grades can also be developed for special applications. Please contact us for more information or for assistance in selecting the most suitable 
grade for your application.

Nominal Grain Size Ranges

micro fi ne medium coarse

0.4 to 0.6 μ 0.8 to 1.0 μ > 1 to 2 μ > 2 to 4 μ > 4 μ

ultrafi ne

92
(min)

6
(min)

0.5
(max)

0.5
(max)
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In addition to the broad selection of saw tips shown on the following pages, 

TechMet off ers a wide range of additional solutions – strobe slot tips, rail tips and 

stump grinder bits are just a few of the items we’ve supplied to solve customer 

applications. We also provide special products designed to meet your specifi c 

requirements. Contact us today to learn how our metallurgical and application 

expertise can benefi t you.

Application Solutions
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Saw Tips
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CWB - European/Canadian Style Tip - .281" (9/32") Length
Straight Top

60° chamfer on face at bottom of tip

.078" Thick x Width x .281" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWB-7100

CWB-7120

CWB-7135

CWB-7150

CWB-7165

CWB-7180

CWB-7200

CWB-7215

CWB-7250 

0.078

0.078

0.078

0.078

0.078

0.078

0.078

0.078

0.078

15928

15943

15947

15941

15942

15944

15948

15930

15929

16002

15945

15946

15949

0.100

0.120

0.135

0.150

0.165

0.180

0.200

0.215

0.250

0.281

0.281

0.281

0.281

0.281

0.281

0.281

0.281

0.281

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15929PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15929TMS'.

See pages 72 and 73 for more information on grades.
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CWC - European/Canadian Style Tip - .281" (9/32") Length
Straight Top

60° chamfer on face at bottom of tip

.095" Thick x Width x .281" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWC-7125

CWC-7150

0.095

0.095

15157

15498

0.125

0.150

0.281

0.281

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15498PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15498TMS'.

See pages 72 and 73 for more information on grades.
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CWD - European/Canadian Style Tip - .312" (5/16") Length
Straight Top

60° chamfer on face at bottom of tip

.095" Thick x Width x .312" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWD-7085

CWD-7100

CWD-7110

CWD-7115

CWD-7120

CWD-7125

CWD-7130

CWD-7135

CWD-7140

CWD-7150

CWD-7165

CWD-7170

CWD-7180

CWD-7185

CWD-7190

CWD-7200

CWD-7215

CWD-7230

CWD-7250

CWD-7265

CWD-7280

CWD-7312

CWD-7375

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

15758

15787

15682

15661

15457

15759

15475

15626

15428

15925

15708

15786

15623

15686

15135

15621

15631

15634

15711

15443

15692

15158

15628

15757

15748

15629

15915

15402

15632

15651

15647

15444

15648

15677

15635

15824

15159

15473

15738

15649

15699

15650

15630

15633

15676

15652

15735

15691

15700

15445

15678

15977

15693

16001

16006

15493

15484

15485

15486

15487

15919

15488

15489

15495

15490

15515

15477

15497

15411

15476

0.085

0.100

0.110

0.115

0.120

0.125

0.130

0.135

0.140

0.150

0.165

0.170

0.180

0.185

0.190

0.200

0.215

0.230

0.250

0.265

0.280

0.312

0.375

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15159PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15159TMS'.

See pages 72 and 73 for more information on grades.
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CWD - European/Canadian Style Tip - .312" (5/16") Length
Bevel Top / Right and Left Hand Tips

60° chamfer on face at bottom of tip

.095" Thick x Width x .312" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWD-7150R

CWD-7150L

CWD-7165R

CWD-7165L

CWD-7185R

CWD-7185L

CWD-7200R

CWD-7200L

CWD-7215R

CWD-7215L

CWD-7230R

CWD-7230L

CWD-7250R

CWD-7250L

CWD-7312R

CWD-7312L

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

15975

15974

15446

15447

15454

15453

16028

16027

15951

15952

15953

15954

15955

15956

15957

15958

15961

15962

15409

15408

15993

15994

0.150

0.150

0.165

0.165

0.185

0.185

0.200

0.200

0.215

0.215

0.230

0.230

0.250

0.250

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '16027PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '16027TMS'.

See pages 72 and 73 for more information on grades.

Hand

Right-hand shown; left-hand mirror image.
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CWE - European/Canadian Style Tip - .375" (3/8") Length
Straight Top

60° chamfer on face at bottom of tip

.095" Thick x Width x .375" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWE-7110

CWE-7120

CWE-7130

CWE-7135

CWE-7150

CWE-7160

CWE-7165

CWE-7170

CWE-7180

CWE-7185

CWE-7190

CWE-7200

CWE-7215

CWE-7220

CWE-7230

CWE-7240

CWE-7250

CWE-7260

CWE-7270

CWE-7280

CWE-7300

CWE-7330

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

15685

15730

15404

15637

15599

15740

15746

15654

15712

15636

15969

15655

15452

15638

16005

15783

15703

15474

15412

15729

15482

15413

15702

15467

15779

15450

15451

15491

15741

15511

15644

15771

15979

16000

15431

15653

15468

16009

15817

15918

15813

15814

15818

15816

15927

15492

15815

15422

0.110

0.120

0.130

0.135

0.150

0.160

0.165

0.170

0.180

0.185

0.190

0.200

0.215

0.220

0.230

0.240

0.250

0.260

0.270

0.280

0.300

0.330

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15422PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15422TMS'.

See pages 72 and 73 for more information on grades.
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CWE - European/Canadian Style Tip - .375" (3/8") Length
Bevel Top / Right and Left Hand Tips

60° chamfer on face at bottom of tip

.095" Thick x Width x .375" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWE-7150R

CWE-7150L

CWE-7185R

CWE-7185L

CWE-7190R

CWE-7190L

CWE-7215R

CWE-7215L

CWE-7230R

CWE-7230L

CWE-7240R

CWE-7240L

CWE-7250R

CWE-7250L

CWE-7270R

CWE-7270L

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

15788

15789

15971

15970

15963

15964

16019

16018

15791

15792

16021

16020

16023

16022

16025

16024

15466

15465

0.150

0.150

0.185

0.185

0.190

0.190

0.215

0.215

0.230

0.230

0.240

0.240

0.250

0.250

0.270

0.270

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15465PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15465TMS'.

See pages 72 and 73 for more information on grades.

Hand

Right-hand shown; left-hand mirror image.
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CWF - European/Canadian Style Tip - .500" (1/2") Length
Straight Top

60° chamfer on face at bottom of tip

.125" Thick x Width x .500" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWF-7110

CWF-7135

CWF-7140

CWF-7145

CWF-7150

CWF-7160

CWF-7165

CWF-7170

CWF-7180

CWF-7185

CWF-7190

CWF-7200

CWF-7210

CWF-7215

CWF-7220

CWF-7230

CWF-7240

CWF-7250

CWF-7260

CWF-7270

CWF-7275

CWF-7280

CWF-7290

CWF-7300

CWF-7310

CWF-7330

CWF-7340

CWF-7350

CWF-7375

CWF-7400

CWF-7425

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

15745

15761

15707

15680

15664

15438

15734

15238

15239

15240

15241

15247

15373

15265

15725

15242

15665

15243

15440

15978

15136

15395

15749

15662

15694

15127

15132

15146

15147

15148

15133

15374

15781

15149

15663

15289

15414

15640

15143

15144

15641

15375

15695

15376

15441

15696

15714

15514

15639

15709

15128

15436

15129

15437

15778

15704

15752

15760

15705

15683

15130

15439

15145

15713

15104

15101

15102

15753

15103

15162

15105

15106

15107

15108

15191

15109

15110

15111

15666

15112

15766

15724

15723

0.110

0.135

0.140

0.145

0.150

0.160

0.165

0.170

0.180

0.185

0.190

0.200

0.210

0.215

0.220

0.230

0.240

0.250

0.260

0.270

0.275

0.280

0.290

0.300

0.310

0.330

0.340

0.350

0.375

0.400

0.425

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15723PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15723TMS'.

See pages 72 and 73 for more information on grades.
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CFS - Long Chamfer Style Tip - .500" (1/2") Length
Straight Top

70° chamfer on face at bottom of tip

.125" Thick x Width x .500" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CFS-7120

CFS-7130

CFS-7135

CFS-7140

CFS-7145

CFS-7150

CFS-7160

CFS-7165

CFS-7170

CFS-7180

CFS-7185

CFS-7190

CFS-7200

CFS-7210

CFS-7215

CFS-7220

CFS-7230

CFS-7240

CFS-7250

CFS-7260

CFS-7270

CFS-7280

CFS-7290

CFS-7300

CFS-7340

CFS-7350

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

15155

15706

15750

15417

15418

15432

15433

15469

15200

15224

15201

15202

15203

15739

15204

15205

15976

15206

15207

15208

15940

15209

15281

15210

15211

15212

15689

15213

15300

15423

15396

15939

0.120

0.130

0.135

0.140

0.145

0.150

0.160

0.165

0.170

0.180

0.185

0.190

0.200

0.210

0.215

0.220

0.230

0.240

0.250

0.260

0.270

0.280

0.290

0.300

0.340

0.350

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15939PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15939TMS'.

See pages 72 and 73 for more information on grades.
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CWG - European/Canadian Style Tip - .375" (3/8") Length
Straight Top

60° chamfer on face at bottom of tip

.125" Thick x Width x .375" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWG-7100

CWG-7115

CWG-7120

CWG-7130

CWG-7135

CWG-7140

CWG-7150

CWG-7160

CWG-7165

CWG-7170

CWG-7180

CWG-7185

CWG-7190

CWG-7200

CWG-7210

CWG-7215

CWG-7220

CWG-7225

CWG-7230

CWG-7240

CWG-7250

CWG-7260

CWG-7265

CWG-7270

CWG-7280

CWG-7290

CWG-7300

CWG-7320

CWG-7335

CWG-7375

CWG-7400

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

15755

15756

15772

15177

15382

15769

15731

15377

15610

15378

15380

15381

15389

15331

15763

15384

15668

15657

15733

15319

15768

15732

15921

15715

15737

15379

15356

15357

15449

15743

15710

15924

15612

15697

15681

15656

15717

15736

15722

15667

15499

15773

15609

15448

15292

15293

15747

15388

15294

15611

15295

15390

15296

15297

15764

15765

15298

15643

15416

15613

15137

15785

15920

15916

15742

15917

15922

15914

15923

15762

15912

15131

15383

15385

15770

15982

15386

15716

15614

15387

15642

15698

15496

15424

15913

15425

15434

15427

15405

15156

15601

15607

15602

15603

15604

15608

15605

15754

15606

15237

15458

15907

15670

0.100

0.115

0.120

0.130

0.135

0.140

0.150

0.160

0.165

0.170

0.180

0.185

0.190

0.200

0.210

0.215

0.220

0.225

0.230

0.240

0.250

0.260

0.265

0.270

0.280

0.290

0.300

0.320

0.335

0.375

0.400

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15405PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15405TMS'.

See pages 72 and 73 for more information on grades.
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CWG - European/Canadian Style Tip - .375" (3/8") Length
Bevel Top / Right and Left Hand Tips

60° chamfer on face at bottom of tip

.125" Thick x Width x .375" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWG-7220R

CWG-7220L

CWG-7230R

CWG-7230L

CWG-7250R

CWG-7250L

CWG-7265R

CWG-7265L

CWG-7280R

CWG-7280L

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

Right

Left

Right

Left

Right

Left

Right

Left

Right

Left

15503

15502

15959

15960

15965

15966

15981

15980

15967

15968

0.220

0.220

0.230

0.230

0.250

0.250

0.265

0.265

0.280

0.280

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15968PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15968TMS'.

See pages 72 and 73 for more information on grades.

Hand

Right-hand shown; left-hand mirror image.
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CWH - European/Canadian Style Tip - .344" (11/32") Length
Straight Top

60° chamfer on face at bottom of tip

.125" Thick x Width x .344" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

CWH-7110

CWH-7115

CWH-7135

CWH-7140

CWH-7150

CWH-7165

CWH-7180

CWH-7185

CWH-7200

CWH-7215

CWH-7220

CWH-7230

CWH-7240

CWH-7270

CWH-7280

CWH-7312

CWH-7335

CWH-7375

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

15351

15348

15349

15350

15299

15181

15291

15183

15185

15186

15279

15254

15310

15615

15282

15360

15193

15182

15184

15320

15187

15192

15188

15305

15189

15625

15512

15410

15459

15347

15618

15371

15372

0.110

0.115

0.135

0.140

0.150

0.165

0.180

0.185

0.200

0.215

0.220

0.230

0.240

0.270

0.280

0.312

0.335

0.375

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15410PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15410TMS'.

See pages 72 and 73 for more information on grades.
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EFC - Chamfered Panel Saw Tip - .421" (27/64") Length
Straight Top

45° chamfer on face at bottom of tip

.118" Thick x Width x .421" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

EFC-7150

EFC-7165

EFC-7185

EFC-7200

EFC-7215

EFC-7230

EFC-7250

0.118

0.118

0.118

0.118

0.118

0.118

0.118

15932

15933

15936

15973

15972

15931

15934

15935

15937

0.150

0.165

0.185

0.200

0.215

0.230

0.250

0.421

0.421

0.421

0.421

0.421

0.421

0.421

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15937PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15937TMS'.

See pages 72 and 73 for more information on grades.
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WXC Series Saw Tip - .438" (7/16") Length
Straight Top

65° chamfer on face at bottom of tip

.125" Thick x Width x .438" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WXC-7100

WXC-7110

WXC-7120

WXC-7130

WXC-7140

WXC-7150

WXC-7160

WXC-7170

WXC-7180

WXC-7190

WXC-7200

WXC-7220

WXC-7230

WXC-7250

WXC-7270

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

16008

16007

15516

15517

15518

15519

15419

15420

15421

15520

15479

15821

15478

15999

15483

15822

15823

0.100

0.110

0.120

0.130

0.140

0.150

0.160

0.170

0.180

0.190

0.200

0.220

0.230

0.250

0.270

0.438

0.438

0.438

0.438

0.438

0.438

0.438

0.438

0.438

0.438

0.438

0.438

0.438

0.438

0.438

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15823PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15823TMS'.

See pages 72 and 73 for more information on grades.
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CF Series Saw Tip
Straight Top

5° taper on sides

60°- 70° chamfer on face at bottom of tip

Description

L x W x T, mm L x W x T, inch
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

6.0 x 3.0 x 2.0 mm

8.0 x 3.6 x 2.3 mm

8.5 x 3.5 x 2.5 mm

8.5 x 3.8 x 2.5 mm

8.5 x 4.0 x 2.5 mm

9.0 x 3.8 x 2.7 mm

9.0 x 4.1 x 2.7 mm

9.0 x 4.3 x 2.7 mm

9.0 x 4.7 x 2.7 mm

9.0 x 4.9 x 2.7 mm

9.0 x 5.0 x 2.7 mm

10.5 x 3.8 x 2.5 mm

10.5 x 4.0 x 2.5 mm

10.5 x 4.5 x 2.5 mm

10.5 x 4.7 x 2.5 mm

10.5 x 5.0 x 2.5 mm

10.5 x 5.0 x 3.5 mm

10.5 x 5.5 x 3.5 mm

10.5 x 7.5 x 3.0 mm

10.7 x 4.0 x 3.5 mm

10.7 x 4.5 x 3.5 mm

10.7 x 5.5 x 3.5 mm

13.0 x 7.5 x 4.0 mm

15908

15800

15804

15807

15996

15992

15995

15991

15806

15989

15801

15398

15802

15803

15397

15986

15985

15513

15984

15810

15983

15808

15809

15805

15811

0.236 x 0.118 x 0.079 in

0.315 x 0.142 x 0.091 in

0.335 x 0.138 x 0.098 in

0.335 x 0.150 x 0.098 in

0.335 x 0.157 x 0.098 in

0.354 x 0.150 x 0.106 in

0.354 x 0.161 x 0.106 in

0.354 x 0.170 x 0.106 in

0.354 x 0.185 x 0.106 in

0.354 x 0.193 x 0.106 in

0.354 x 0.197 x 0.106 in 

0.413 x 0.150 x 0.098 in

0.413 x 0.157 x 0.098 in

0.413 x 0.177 x 0.098 in

0.413 x 0.185 x 0.098 in

0.413 x 0.197 x 0.098 in

0.413 x 0.197 x 0.138 in

0.413 x 0.217 x 0.138 in

0.413 x 0.295 x 0.118 in

0.421 x 0.157 x 0.138 in

0.421 x 0.177 x 0.138 in

0.421 x 0.217 x 0.138 in 

0.512 x 0.295 x 0.157 in 

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15811PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15811TMS'.

See pages 72 and 73 for more information on grades.
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WA - American/Conventional Style Tip - .250" (1/4") Length
Straight Top

.062" Thick x Width x .250" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WA-7100

WA-7115

WA-7130

WA-7145

WA-7160

WA-7180

WA-7200

WA-7215

0.062

0.062

0.062

0.062

0.062

0.062

0.062

0.062

15139

15521

15325

15313

15504

15620

15326

15616

15141

15617

15343

0.100

0.115

0.130

0.145

0.160

0.180

0.200

0.215

0.250

0.250

0.250

0.250

0.250

0.250

0.250

0.250

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15617PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15617TMS'.

See pages 72 and 73 for more information on grades.
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WB - American/Conventional Style Tip - .281" (9/32") Length
Straight Top

.078" Thick x Width x .281" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WB-7120

WB-7150

WB-7180

WB-7280

0.078

0.078

0.078

0.078

15430

15988

15138

15524

0.120

0.150

0.180

0.280

0.281

0.281

0.281

0.281

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15524PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15524TMS'.

See pages 72 and 73 for more information on grades.
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WC - American/Conventional Style Tip - .281" (9/32") Length
Straight Top

.095" Thick x Width x .281" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WC-7120

WC-7125

WC-7135

WC-7150

WC-7165

WC-7185

WC-7200

0.095

0.095

0.095

0.095

0.095

0.095

0.095

15510

15364

15508

15358

15153

15359

15460

15365

0.120

0.125

0.135

0.150

0.165

0.185

0.200

0.281

0.281

0.281

0.281

0.281

0.281

0.281

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15365PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15365TMS'.

See pages 72 and 73 for more information on grades.
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WD - American/Conventional Style Tip - .312" (5/16") Length
Straight Top

.095" Thick x Width x .312" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WD-7085

WD-7100

WD-7115

WD-7125

WD-7140

WD-7150

WD-7165

WD-7185

WD-7200

WD-7215

WD-7230

WD-7250

WD-7270

WD-7280

WD-7312

WD-7350

WD-7375

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

15909

15624

15687

15776

15688

15744

15718

15659

15429

15910

15403

15154

15669

15997

15627

15674

15646

15684

15719

15671

15911

15793

15938

15622

15672

15645

15673

15690

15767

15442

15751

15628

0.085

0.100

0.115

0.125

0.140

0.150

0.165

0.185

0.200

0.215

0.230

0.250

0.270

0.280

0.312

0.350

0.375

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

0.312

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15628PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15628TMS'.

See pages 72 and 73 for more information on grades.
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WE - American/Conventional Style Tip - .375" (3/8") Length
Straight Top

.095" Thick x Width x .375" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WE-7120

WE-7150

WE-7165

WE-7180

WE-7200

WE-7215

WE-7225

WE-7250

WE-7280

WE-7312

WE-7350

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

0.095

15317

15335

15352

15354

15330

15327

15323

15336

15775

15790

15344

15361

15506

15366

0.120

0.150

0.165

0.180

0.200

0.215

0.225

0.250

0.280

0.312

0.350

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15790PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15790TMS'.

See pages 72 and 73 for more information on grades.
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WF - American/Conventional Style Tip - .500" (1/2") Length
Straight Top

.125" Thick x Width x .500" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WF-7150

WF-7165

WF-7180 

WF-7215

WF-7230

WF-7250

WF-7275

WF-7280

WF-7290

WF-7300

WF-7312

WF-7375

WF-7400

WF-7437

WF-7500

WF-7530

WF-7562

WF-7625

WF-7687

WF-7750

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

15321

15232

15342

15266

15287

15233

15288

15290

15306

15267

15194

15660

15391

15720

15392

15368

15774

15619

16004

15435

15600

15284

160030.150

0.165

0.180

0.215

0.230

0.250

0.275

0.280

0.290

0.300

0.312

0.375

0.400

0.437

0.500

0.530

0.562

0.625

0.687

0.750

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

0.500

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15267PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15267TMS'.

See pages 72 and 73 for more information on grades.
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WG - American/Conventional Style Tip - .375" (3/8") Length
Straight Top

.125" Thick x Width x .375" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WG-7150

WG-7180

WG-7200

WG-7215

WG-7230

WG-7250

WG-7280

WG-7300

WG-7335

WG-7350

WG-7562

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

15225

15219

15268

15369

15394

15519

15462

15363

15507

15218

15226

15721

15461

15401

15522

0.150

0.180

0.200

0.215

0.230

0.250

0.280

0.300

0.335

0.350

0.562

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15461PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15461TMS'.

See pages 72 and 73 for more information on grades.
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WH - American/Conventional Style Tip - .344" (11/32") Length
Straight Top

.125" Thick x Width x .344" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WH-7150

WH-7165

WH-7180

WH-7185

WH-7200

WH-7215

WH-7220

WH-7230

WH-7240

WH-7250

WH-7270

WH-7300

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

0.125

15470

15471

15464

15222

15269

15309

15220

15221

15271

15285

15784

15353

15270

15370

15505

15362

15926

0.150

0.165

0.180

0.185

0.200

0.215

0.220

0.230

0.240

0.250

0.270

0.300

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

0.344

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15926PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15926TMS'.

See pages 72 and 73 for more information on grades.
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WQ - American/Conventional Style Tip - .375" (3/8") Length
Straight Top

.156" Thick x Width x .375" Length

Description
Dimensions, inch

T L
Grades

TMK-3 TMK-7 TMK-22 TMK-25 TMK-35 TMK-45 TMK-76

WQ-7265

WQ-7300

WQ-7335

WQ-7350

WQ-7375

WQ-7400

WQ-7460

WQ-7530

WQ-7560

WQ-7625

WQ-7750

0.156

0.156

0.156

0.156

0.156

0.156

0.156

0.156

0.156

0.156

0.156

15355 15367

15152

15142

15415

15263

15393

15307

15246

15726

15134

15463

0.265

0.300

0.335

0.350

0.375

0.400

0.460

0.530

0.560

0.625

0.750

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

0.375

W

TechMet Stock #

All saw tips are Braze Treated.

All are available Pretinned or Trimetal Shimmed upon request.

For Pretinning add 'PT' to the TechMet Stock # when ordering, example '15463PT'.

For Trimetal Shimmed add 'TMS' to the TechMet Stock # when ordering, example '15463TMS'.

See pages 72 and 73 for more information on grades.
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Technical Guide
Saw Tips
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Grades – Saw Tips 

Off ers excellent wear and corrosion resistance. Perfect for particle board and man-made laminates where 

impact is not a factor. Great performance in glue line situations. Can be a demanding grade to braze due 

its very high hardness. Use of tri-metal shim and reduced heat levels are highly recommended when 

brazing. TMK-3 is a 3% cobalt fi ne grain tungsten carbide grade.

TMK-3

Light fi nishing grade that excels in man-made materials, plywood, MDF and laminates. Its slightly 

lower hardness compared to TMK-3 makes it more forgiving to braze and grind. Use of tri-metal shim is 

recommended. TMK-7 is a 4.4% cobalt fi ne grain tungsten carbide grade.
TMK-7

General purpose grade with broad application in light to medium impact situations. TMK-22 is one of the 

best and most popular secondary wood grades. It brazes and grinds with ease and off ers superior life and 

durability. TMK-22 is a 6% cobalt fi ne grain tungsten carbide grade.
TMK-22

WC % Co % TaC %

96 3 1

WC % Co % TaC %

95.6 4.4 –

WC % Co % TaC %

94 6 –

WC % Co % TaC %

92 8 -

Hardness (HRA) Density (g/cm3) TRS, min (psi)

93.3 15.20 250,000

Hardness (HRA) Density (g/cm3) TRS, min (psi)

92.7 15.10 300,000

Hardness (HRA) Density (g/cm3) TRS, min (psi)

92.1 14.95 400,000

Hardness (HRA) Density (g/cm3) TRS, min (psi)

90.5 14.70 375,000

Good shock and wear resistance properties in primary and secondary applications. Excellent grade when 

running a range of diff erent wood species and for warm weather environments when tip life is critical and 

impact is not severe. TMK-25 is an 8% cobalt fi ne grain tungsten carbide grade.
TMK-25
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Grades – Saw Tips 

WC % Co % TaC % Hardness (HRA) Density (g/cm3) TRS, min (psi)

90 10 - 88.5 14.53 425,000

Heavy roughing grade and an old favorite of many hard-working sawmills. Provides good tip life with 

high impact characteristics. Superior durability in all but the most severe cold weather applications. 

TMK-35 is a 10% cobalt medium grain tungsten carbide grade.
TMK-35

WC % Co % TaC % Hardness (HRA) Density (g/cm3) TRS, min (psi)

88 12 – 87.5 14.33 450,000

Very high shock resistance properties. Virtually unbreakable grade suitable for torch brazing and high 

stress cutting conditions such as frozen wood, small nails, rocks and other foreign objects. Super tough 

edger grade for green lumber. TMK-45 is a 12% cobalt coarse grain tungsten carbide grade.
TMK-45

WC % Co % TaC % Hardness (HRA) Density (g/cm3) TRS, min (psi)

75 25 – 81.5 13.15 450,000

Nail cutting grade – the toughest saw tip grade anywhere. Cuts through pallet nails with ease.

TMK-76 is a 25% cobalt medium grain tungsten carbide grade.TMK-76

Nominal Grain Size Ranges

medium coarse

> 1 to 2 μ > 2 to 4 μ > 4 μ

fi ne
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Rectangular Blanks
Standard Tool Blanks (STB’s) 

Style 1000 Standard Blanks

Style 2000 Standard Blanks
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Standard Tool Blanks (STB's)
Unground

Description
Dimensions, inch

T L

Grades

TMK-6 TMK-22 TMK-320 TMK-326

STB-12

STB-12A

STB-12B

STB-13A

STB-13

STB-14

STB-22L

STB-24A

STB-24C

STB-24D

STB-24B

STB-24L

STB-26A

STB-26C

STB-26L

STB-28A

STB-28B

STB-28D

STB-28L

STB-210

STB-212C

STB-216

STB-220

STB-224

STB-228

STB-232

STB-236

STB-240

STB-248

1/32

1/32

1/32

3/64

3/64

5/64

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

1/16

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

1/16 

1/16 

1/16 

3/32 

3/32 

1/8 

1/16 

1/8 

1/8 

1/8 

1/8 

1/8 

3/16 

3/16 

3/16 

1/4 

1/4 

1/4 

1/4 

5/16 

3/8 

1/2 

5/8 

3/4 

7/8 

1

1-1/8 

1-1/4 

1-1/2 

1

1-1/2

2

13/16

1

1-1/8

6

1

1-1/4

1-1/2

3

6

1

3

6

1

1-1/4

3

6

6

6

6

6

6

6

6

6

6

6

W

STB's are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Tool Blanks (STB's)
Unground

Description
Dimensions, inch

T L

Grades

TMK-6 TMK-22 TMK-320 TMK-326

STB-34

STB-34L

STB-36

STB-36A

STB-36L

STB-38A

STB-38B

STB-38D

STB-38E

STB-38L

STB-310A

STB-310B

STB-310C

STB-310

STB-310L

STB-312

STB-312L

STB-316

STB-316L

STB-320

STB-320L

STB-324

STB-328

STB-332

STB-336

STB-340

STB-348

STB-356

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

1/8 

1/8 

3/16 

3/16 

3/16 

1/4 

1/4 

1/4 

1/4 

1/4 

5/16 

5/16 

5/16 

5/16 

5/16 

3/8 

3/8 

1/2 

1/2 

5/8 

5/8 

3/4 

7/8 

1

1-1/8 

1-1/4 

1-1/2 

1-3/4 

5

8

1-1/8

1-1/4

8

1

1-1/2

5

6

8

2

3

5

6

8

6

8

6

8

6

8

6

6

6

6

6

6

6

W

STB's are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Tool Blanks (STB's)
Unground

Description
Dimensions, inch

T L

Grades

TMK-6 TMK-22 TMK-320 TMK-326

STB-44

STB-44L

STB-46

STB-46L

STB-48A

STB-48B

STB-48F

STB-48C

STB-48D

STB-48E

STB-48L

STB-410C

STB-410A

STB-410B

STB-410

STB-410L

STB-412D

STB-412A

STB-412B

STB-412

STB-412L

STB-416A

STB-416B

STB-416C

STB-416

STB-416L

STB-420A

STB-420

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

1/8 

1/8 

3/16 

3/16 

1/4 

1/4 

1/4 

1/4 

1/4 

1/4 

1/4 

5/16 

5/16 

5/16 

5/16 

5/16 

3/8 

3/8 

3/8 

3/8 

3/8 

1/2 

1/2 

1/2 

1/2 

1/2 

5/8 

5/8 

6

12

6

12

1

1-1/4

1-1/2

2-1/4

3

6

12

1-1/4

1-1/2

3

6

12

1

2

3

6

12

1

1-1/2

3

6

12

3

6

W

STB's are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Tool Blanks (STB's)
Unground

Description
Dimensions, inch

T L

Grades

TMK-6 TMK-22 TMK-320 TMK-326

STB-420L

STB-424A

STB-424

STB-424L

STB-428A

STB-428

STB-432C

STB-432

STB-432L

STB-436

STB-440

STB-444

STB-448

STB-456

STB-464

STB-512C

STB-516

STB-516L

STB-520

STB-524

STB-528

STB-532

STB-536

STB-540

STB-544

STB-548

STB-556

STB-564

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

1/8

5/32

5/32

5/32

5/32

5/32

5/32

5/32

5/32

5/32

5/32

5/32

5/32

5/32

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

5/8 

3/4 

3/4 

3/4 

7/8 

7/8 

1

1

1

1-1/8 

1-1/4 

1-3/8 

1-1/2 

1-3/4 

2

3/8 

1/2 

1/2 

5/8 

3/4 

7/8 

1

1-1/8 

1-1/4 

1-3/8 

1-1/2 

1-3/4 

2

12

3

6

12

3

6

3

6

12

6

6

6

6

6

6

6

6

12

6

6

6

6

6

6

6

6

6

6

W

STB's are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Tool Blanks (STB's)
Unground

Description
Dimensions, inch

T L

Grades

TMK-6 TMK-22 TMK-320 TMK-326

STB-66L

STB-68A

STB-68

STB-68L

STB-610A

STB-610

STB-610L

STB-612A

STB-612

STB-612L

STB-616A

STB-616

STB-616L

STB-620A

STB-620

STB-620L

STB-624

STB-624L

STB-628

STB-632

STB-632L

STB-636

STB-640

STB-640L

STB-644

STB-648

STB-648L

STB-656

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

3/16

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

3/16 

1/4 

1/4 

1/4 

5/16 

5/16 

5/16 

3/8 

3/8 

3/8 

1/2 

1/2 

1/2 

5/8 

5/8 

5/8 

3/4 

3/4 

7/8 

1

1

1-1/8 

1-1/4 

1-1/4 

1-3/8 

1-1/2 

1-1/2 

1-3/4 

12

3

6

12

3

6

12

3

6

12

3

6

12

3

6

12

6

12

6

6

12

6

6

12

6

6

12

6

W

STB's are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Tool Blanks (STB's)
Unground

Description
Dimensions, inch

T L

Grades

TMK-6 TMK-22 TMK-320 TMK-326

STB-88

STB-88L

STB-812A

STB-812

STB-812L

STB-816C

STB-816A

STB-816B

STB-816

STB-816L

STB-820A

STB-820

STB-820L

STB-824A

STB-824

STB-824L

STB-828

STB-832L

STB-840L

STB-1212L

STB-1216

STB-1216L

STB-1224

STB-1224L

STB-1232L

STB-1616L

STB-1624L

STB-1632

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

1/4

3/8

3/8

3/8

3/8

3/8

3/8

1/2

1/2

1/2

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

1/4 

1/4 

3/8 

3/8 

3/8 

1/2 

1/2 

1/2 

1/2 

1/2 

5/8 

5/8 

5/8 

3/4 

3/4 

3/4 

7/8 

1

1-1/4 

3/8 

1/2 

1/2 

3/4 

3/4 

1

1/2 

3/4 

1

6

12

3

6

12

2

3

4

6

12

3

6

12

3

6

12

6

12

12

12

6

12

6

12

12

12

12

6

W

STB's are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Blanks, Style 1000
Unground

Description
Dimensions, inch

T L

Grades

TMK-22 TMP-821 TMK-320

1010

1020

1025

1030

1035

1040

1050

1060

1070

1080

1090

1100

1105

1110

1120

1130

1140

1150

1160

1170

1180

1/16

1/16

1/16

1/16

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

3/32

1/8 

1/8 

1/8 

1/8 

1/8 

1/8 

1/8 

1/8 

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

 

★ ★

1/8 

3/16

1/4 

1/4 

1/8 

3/16

3/16

1/4 

1/4 

5/16

3/8 

3/8 

7/16

3/16

1/4 

1/4 

1/4 

5/16

5/16

5/16

3/8 

5/8 

1/4 

1/4 

5/16

3/4 

5/16

1/2 

3/8 

1/2 

3/8 

3/8 

1/2 

1/2 

3/4 

1/2 

5/8 

3/4 

7/16

1/2 

5/8 

1/2 

W

Style 1000 blanks are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Blanks, Style 1000
Unground

Description
Dimensions, inch

T L

Grades

TMK-22 TMP-821 TMK-320

1190

1200

1210

1215

1220

1230

1240

1250

1260

1270

1280

1290

1300

1310

1320

1330

1340

1350

1360

1370

1380

1390

  1/8 

  1/8 

  1/8 

  1/8 

  5/32

  5/32

  5/32

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  1/4 

  1/4 

  1/4 

  1/4 

  1/4 

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

 

★

 

★

★

★

 

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

  3/8 

  1/2 

  1/2 

  3/4 

  3/8 

  3/8 

  5/8 

  5/16

  5/16

  3/8 

  3/8 

  3/8 

  7/16

  7/16

  1/2 

  1/2 

  3/4 

  3/8 

  3/8 

  7/16

  1/2 

  9/16

3/4 

1/2 

3/4 

3/4 

9/16

3/4 

5/8 

7/16

5/8 

1/2 

5/8 

3/4 

5/8 

13/16

1/2 

3/4 

3/4 

9/16

3/4 

5/8 

3/4 

1

W

Style 1000 blanks are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Blanks, Style 1000
Unground

Description
Dimensions, inch

T L

Grades

TMK-22 TMP-821 TMK-320

1400

1405

1410

1415

1420

1430

1440

1450

1460

1470

1475

1480

1490

1500

1510

1515

1520

1525

1530

1540

1550

1/4 

1/4 

1/4 

1/4 

5/16

5/16

5/16

5/16

5/16

5/16

5/16

5/16

3/8 

3/8 

3/8 

3/8 

3/8 

3/8 

1/2 

1/2 

1/2 

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

 

 

 

 

 

 

 

 

★

★

 

 

★

 

★

 

 

5/8 

3/4 

3/4 

1

7/16

7/16

1/2 

1/2 

5/8 

3/4 

3/4 

3/4 

1/2 

1/2 

5/8 

5/8 

3/4 

3/4 

3/4 

3/4 

3/4 

5/8 

3/4 

1

1

5/8 

15/16

3/4 

1

1

3/4 

1

1-1/4

3/4 

1

1

1-1/4

1-1/4

1-1/2

1

1-1/4

1-1/2

W

Style 1000 blanks are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Blanks, Style 2000
With Corner Radius

Unground

Description
Dimensions, inch Grades

TMK-22 TMP-821 TMK-320

2010

2020

2030

2040

2050

2060

2070

2080

2090

2100

2105

2110

2120

2130

2140

2150

2160

2170

2180

2190

2200

2210

2215

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

T L R

  1/16

  1/16

  1/16

  3/32

  3/32

  3/32

  3/32

  3/32

  3/32

  3/32

  3/32

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  3/16

  1/4 

  3/16

  3/16

  1/4 

  1/4 

  5/16

  3/8 

  3/8 

  7/16

  3/16

  1/4 

  1/4 

  1/4 

  5/16

  5/16

  5/16

  3/8 

  3/8 

  1/2 

  1/2 

  3/4 

  5/8 

  1/4 

  5/16

  5/16

  1/2 

  3/8 

  1/2 

  3/8 

  3/8 

  1/2 

  1/2 

  3/4 

  1/2 

  5/8 

  3/4 

  7/16

  1/2 

  5/8 

  1/2 

  3/4 

  1/2 

  3/4 

  3/4 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  1/8 

  3/16

  3/16

  3/16

  1/4 

  1/8 

  1/8 

  1/8 

  1/8 

  3/16

  3/16

  3/16

  3/16

  3/16

  1/4 

  1/4 

  1/4 

W

Style 2000 blanks are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Standard Blanks, Style 2000
With Corner Radius

Unground

Description
Dimensions, inch Grades

TMK-22 TMP-821 TMK-320

2220

2230

2240

2250

2260

2270

2280

2290

2300

2310

2320

2330

2340

★

★

★

★

★

★

★

★

★

★

★

★

★

★

★

 

★

★

★

★

★

★

★

★

T L R

  5/32

  5/32

  5/32

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/16

  3/8 

  3/8 

  5/8 

  5/16

  5/16

  3/8 

  3/8 

  3/8 

  7/16

  7/16

  1/2 

  1/2 

  3/4 

  9/16

  3/4 

  5/8 

  7/16

  5/8 

  1/2 

  5/8 

  3/4 

  5/8 

 13/16

  1/2 

  3/4 

  3/4 

  3/16

  3/16

  1/4 

  3/16

  3/16

  3/16

  3/16

  3/16

  1/4 

  1/4 

  1/4 

  1/4 

  1/4 

W

Style 2000 blanks are not braze treated and are unground (blanks have grind stock).

All are available Pretinned or Trimetal Shimmed upon request.

See page 88 for more information on grades.
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Technical Guide
Rectangular Blanks
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Grades – Rectangular Blanks

ANSI
Classifi cation

ISO
Classifi cation WC % Co % Other % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-1/13 K40 94 6 - 90.0 14.95 340,000

General purpose grade for all woods and wood composites. Well suited for medium shock and roughing 

applications. TMK-6 is a 6% cobalt coarse grain tungsten carbide grade.TMK-6

ANSI
Classifi cation

ISO
Classifi cation WC % Co % Other % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-2/10 K20/30 94 6 – 92.1 14.95 400,000

Outstanding wear resistance properties. Suitable for aluminum, composites and other non-ferrous 

materials and for light to medium impact situations. TMK-22 is a 6% cobalt fi ne grain tungsten carbide 

grade.
TMK-22

ANSI
Classifi cation

ISO
Classifi cation WC % Co % Other % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-2/10 K20 90 10 – 92.0 14.45 500,000

All-purpose grade, off ering an outstanding combination of wear resistance and toughness in a broad 

range of materials and applications. TMK-320 is a 10% cobalt micrograin tungsten carbide grade.TMK-320

ANSI
Classifi cation

ISO
Classifi cation WC % Co % Other % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-3/9 K10 94 6 - 93.2 14.85 410,000

Superior wear resistance in composite materials and abrasive applications. Often used for drilling and 

reaming with high cutting speeds. TMK-326 is a 6% cobalt micrograin tungsten carbide grade.TMK-326

ANSI
Classifi cation

ISO
Classifi cation WC % Co % Other % Hardness (HRA) Density (g/cm3) TRS, min (psi)

C-5/6 P20/30 75.8 8 16.2 91.5 12.90 350,000

General purpose grade for machining ferrous materials, with balanced wear resistance and toughness 

properties. TMP-821 is an 8% cobalt fi ne grain tungsten carbide grade.TMP-821
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Notes



 SAFETY INFORMATION FOR THE GRINDING OF CEMENTED CARBIDE PRODUCTS

Grinding cemented carbide products will produce dust of potentially hazardous ingredients which can be inhaled, swallowed or 

come in contact with the skin or eyes.

Inhalation: Dust from grinding can cause irritation of the nose and throat. It can also have the potential for causing transient 

permanent respiratory disease, including occupational asthma and interstitial fi brosis, in a small percentage of exposed individuals. 

It is reported that cobalt dust is the most probable cause of such respiratory diseases. Symptoms include productive cough, 

wheezing, shortness of breath, chest tightness, and weight loss. Interstitial fi brosis (lung scarring) can lead to permanent disability 

or DEATH. Certain pulmonary conditions may be aggravated by exposure.

Skin Contact: The dust from grinding can cause skin irritation or an allergic skin rash due to cobalt sensitization. Certain skin 

conditions, such as dry skin, may be aggravated by exposure.

Eye Contact: Contact of the dust with the eyes can cause irritation.

Ingestion: Reports outside the industry suggest that ingestion of signifi cant amounts of cobalt has the potential for causing blood, 

heart and other organ problems.

EMERGENCY AND FIRST AID PROCEDURES (Applicable for dust or mists): 

Inhalation: If symptoms of pulmonary involvement develop (coughing, wheezing, shortness of breath, etc.), remove from exposure, 

and seek medical attention.

Skin Contact: If irritation or rash occurs, thoroughly wash aff ected area with water and soap and isolate from exposure. If irritation 

or rash persists, seek medical attention.

Eye Contact: If irritation occurs, fl ush with copious amounts of water. If irritation persists, seek medical attention.

Ingestion: If substantial quantities are swallowed, dilute with a large amount of water, induce vomiting and seek medical attention.

PROTECTION INFORMATION:

Respiratory Protection: Use an appropriate NIOSH approved respirator if airborne dust concentrations exceed the appropriate 

PEL or TLV.

Ventilation: Use local exhaust ventilation which is adequate to limit personal exposure to airborne dust levels which do not exceed 

the PEL or TLV. If such equipment is not available use respirators as specifi ed above.

Protective Gloves: Protective gloves or Barrier cream are recommended when contact with dust or mist is likely. Prior to applying 

the barrier cream or use of protective gloves, wash thoroughly.

Eye Protection: Safety glasses with side shields or goggles are recommended.

SPECIAL PRECAUTIONS TO BE TAKEN: 

In Handling and Storage: Maintain good housekeeping procedures to prevent dust or accumulation during grinding. Avoid dust 

inhalation and direct skin contact with dust.

Other Precautions: Clean up using methods which avoid dust generation such as vacuum (with appropriate fi lter to prevent airborne 

dust levels which exceed the PEL or TLV), wet dust mop or wet clean up. If airborne dust is generated, use an appropriate NIOSH 

approved respirator.

Wash hands thoroughly after handling, and before eating or smoking. Wash exposed skin at the end of work shift. Do not shake 

clothing, rags or other items to remove dust. Dust should be removed by washing or vacuuming (with appropriate fi lters) the 

clothing, rags or other items.

FOR FURTHER INFORMATION PLEASE CONTACT:

TechMet Carbides, Inc.  (828) 624-0222

Although TechMet Carbides, Inc. has attempted to provide current and accurate information herein, TechMet Carbides, Inc. makes no 

representations regarding the accuracy or the completeness of the information and assumes no liability for any loss, damage, or injury 

of any kind which may result from or arise out of the use of or reliance on the information by any person.
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