
ISO Material 
Group

Workpiece Material
Brinell 

Hardness 
HB

Rockwell 
Hardness 

HRC

Tensile 
Strength 

MPa

Recommended Starting Speeds vc (ft/min)

GST7120 GST7115 GST7130

fn (inch/rev) fn (inch/rev) fn (inch/rev)

.004 .008 .012 .004 .008 .012 .004 .008 .012

S 
High 
Temp 
Alloys

S1
Iron-Based Heat-Resistant Alloys

   Ex. A286, A608, INCOLOY 800 Series,  
   N-155, Haynes 556, Discaloy

200-280 <30 600-1000 300 230 140 260 200 130 220 170 100

S2
Cobalt-Based Heat-Resistant Alloys

   Ex. Haynes 25 (L605), Haynes 188, Stellite,  
   MAR-M302, MAR-M509

250-350 <35 800-1200 240 170 100 210 140 80 140 100 60

S3
Nickel-Based Heat-Resistant Alloys

   Ex. Astroloy, Hastelloy X, INCONEL 600  

   and 700 Series, Waspalloy

250-350 <35 800-1200 240 170 100 210 140 80 140 100 60

S4
Titanium and Titanium Alloys

   Ex. Commercially Pure Ti, Ti-5Al-2.5Sn, Ti-6Al-4V,  
   Ti-3Al-8V-6Cr-4Zr-4Mo

300-400 33-48 900-1600 - - - - - - - - -
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